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NOTE: This guide specification covers the
requirenents for painting of new and exi sting,
interior and exterior substrates, including nmasonry,
concrete, netal, wood and ot her niscell aneous
materials. This Quide Specification is used in the
preparati on of project specifications for Departnent
of Defense facilities:

1. Buildings;

2. Related nechanical, electrical, and
m scel | aneous itens; and

3. Shore-to-ship utility connections.

This gui de specification WAS NOT prepared to address
the requirenents of routine nmintenance painting

al though it could be nodified to do so.

This gui de specification DOES NOT address

hi gh- perfornmance or specialty coating requirenents,
or protective coating of industrial structures or
facilities, including but not Iimted to:

1. Towers;

2. Pilings;

3. Pavenent narKkings;

4. ltens requiring specialized treatnent due to
pecul i ar usage;

5. Petroleumstorage facilities;

6. Water storage facilities;
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7. Waterfront facilities, except shore-to-ship
utility connections; and

8. Hangars

If such itens are in the project they should be
included in a separate section or this section
shoul d be nodified accordingly. The follow ng guide
specifications are exanpl es of those avail able for
specific service conditions noted, and nay be

nodi fied to provide for related service conditions:

1. UFGS-09965, "Painting: Hydraulic Structures”
This specification covers the painting of hydraulic
structures located in fresh water such as | ocks and
dans.

2. UFGS 09970N, "Interior Coating of Wl ded Stee
Petrol eum Fuel Tanks"

3. UFGS 09971, "Exterior Coating of Stee

Structures”. This specification is usable for any
steel structure exposed to weather, and is usable
for other purposes as well, such as hangar

structures, enclosed swi ming pool structures, and
nost situations requiring high-perfornmance
protective coating systens.

4., UFGS 09972, "Interior Coating of Wl ded Stee
Wat er Tanks"

5. UFGS 09973, "Interior Coating of Wl ded Stee
Petrol eum Fuel Tanks". This is a three-coat epoxy
systemthat is adaptable to a wi de range of

hi gh- perfornmance protective coating requirenents
where there is no exposure to sunlight.

This guide generally contains only two types of
coating systens, solvent based and water based. |If
different systens are required regionally, or for
speci al needs, nodify the guide accordingly.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R
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NOTE: Comments and suggestions on this
specification are wel cone and should be directed to
the technical proponent of the specification. A
listing of the technical proponents, including their
organi zati on designation and tel ephone nunber, is on
the internet at http://ww.cch. org/ UFGS/ uf gst oc. ht m

Use of electronic comunication is encouraged.
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Brackets are used in the text to indicate designer
choi ces or locations where text nust be supplied by
t he desi gner.
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NOTE: This UFGS-09900 anends and repl aces
NFGS- 09900M dat ed 09/ 2000 and CEGS- 09900A dat ed
07/ 1992.
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PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN CONFERENCE OF GOVERNMENTAL | NDUSTRI AL HYG ENI STS ( ACA H)

ACAH Limt Val ues (1991-1992) Threshold Linit Values (TLVS)
for Chenical Substances and Physica
Agents and Bi ol ogi cal Exposure |ndices
( BEl s)

ACA H TLV- DOC Docunent ati on of Threshold Lint Val ues
and Bi ol ogi cal Exposure |ndices

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI)

ANSI Al13.1 Schene for ldentification of Piping Systens
AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM D 235 Standard Specification for Mneral Spirits

(Petroleum Spirits) (Hydrocarbon Dry
d eani ng Sol vent)

ASTM D 523 (1999) Standard Test Method for Specul ar
d oss

ASTM C 669 (1995) d azing Conpounds for Back Beddi ng
and Face d azing of Metal Sash

ASTM C 920 (1998) El astoneric Joint Seal ants

ASTM D 2092 (1995) Preparation of Zinc-Coated

(Gl vani zed) Steel Surfaces for Painting
ASTM D 2824 (1994) Al unmi num Pi gnent ed Asphalt Roof

Coat i ngs, Non-Fi bered, Asbestos Fi bered,
and Fi bered Wthout Asbestos
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ASTM D 4214

ASTM D 4263

ASTM D 4444

ASTM F 1869

(1998) Evaluating the Degree of Chalking
of Exterior Paint Filnms

(1983; R 1999) Indicating Misture in
Concrete by the Plastic Sheet Method

(1998) Standard Test Met hods for Use and
Calibration of Hand-Held Mi sture Meters

(1998) Measuring Misture Vapor Em ssion
Rate of Concrete Subfloor Using Anhydrous
Cal ci um Chl ori de

CODE OF FEDERAL REGULATI ONS ( CFR)

29 CFR 1910. 1000

29 CFR 1910. 1001

29 CFR 1910. 1025

29 CFR 1926. 62

Ai r Cont anm nants

Asbestos, Trenolite, Anthophyllite, and
Actinolite

Lead

Lead Exposure in Construction

FEDERAL AVI ATI ON ADM NI STRATI ON ( FAA)

FAA AC 70/ 7460- 1

(Rev J) (ostruction Marking and Lighting

FEDERAL STANDARDS ( FED- STD)

FED- STD- 313

FED- STD- 595

(Rev. C Material Safety Data,
Transportation Data and Di sposal Data for
Hazardous Materials Furnished to
Governnent Activities

(1989 Rev B) Col or

MASTER PAI NTERS | NSTI TUTE (MPI)

(2001) Al unmi num Pai nt

(2001) Al um num Heat Resistant Enanel (up
to 427 C and 800 F)

(2001) Interior/Exterior Latex Block Filler
(2001) Exterior Al kyd Wod Primer

(2001) Exterior Latex Wod Primer

(2001) Exterior QI Wod Priner

(2001) Exterior Al kyd, Flat
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10

11

13

16

19

21

22

23

26

27

31

39

42

44

45

46

47

48

49

50

51

52

54

(Up to

(2001) Exterior Al kyd Enanel

(2001) Exterior Latex, Flat

(2001) Exterior Latex, Sem -d oss
(2001) Exterior Seni-Transparent Stain
(Sol vent Based)

(2001) Exterior Solid Color Latex Stain
(2001) Inorganic Zinc Priner

(2001) Heat Resi stant Enanel, 4 oss,
205 C or 400 F)

(2001) Hi gh Heat Resistant Coating
(2001) Surface Tolerant Metal Priner
(2001) Cenentitious Gl vani zed Metal

(2001) Exterior [/

Enanel ,

(2001) Pol yur et hane,

d oss

(2001)

d oss

Interior

Pri ner

Interior Al kyd Floor

Moi sture Cured, d ear

Lat ex- based Whod Pri ner

(2001) Latex Stucco and Masonry Textured

Coat i ng
Interio
(2001)
(2001)
(2001)
(2001)
(2001)
(2001)
(2001)
(2001)

(2001)
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r Latex,
Interior
Interior
Interior
Interior
Interior
Interior
Interior
Interior

Interior

d oss Level 2

Pri mer
Enanel
Al kyd,
Al kyd,

Al kyd,

Latex Priner Sealer

Al kyd,
Lat ex,

Lat ex,

Seal er
Under coat
Semi - d oss
d oss

Fl at

Eggshel |
d oss Level

Seni - d oss

3



56

57

59

60

68

71

72

77

79

90

94

95

101

107

108

110

113

116

119

134

138

139

(2001) Interior Al kyd Dry Fog/Fall

(2001) Interior QI Mdified Cear
Ur et hane, Satin

(2001) Interior/Exterior Al kyd Porch &
Fl oor Enanel, Low d oss

(2001) Interior/Exterior Latex Porch &
Fl oor Paint, Low d oss

(2001) Interior/Exterior Latex Porch &
Fl oor Paint, d oss

(2001) Pol yurethane, Moisture Cured,
Cl ear, Flat

(2001) Pol yuret hane, Two Conponent,
Pi gnent ed, 4 oss

(2001) Epoxy Cold Cured, doss
(2001) Marine Al kyd Metal Priner

(2001) Interior Wod Stain,
Sem - Tr anspar ent

(2001) Exterior Al kyd, Sem -d oss
(2001) Fast Drying Metal Priner

(2001) Cold Curing Epoxy Priner

(2001) Rust Inhibitive Primer (Water-Based)

(2001) High Build Epoxy Marine Coating

(2001) Interior/Exterior H gh Perfornance

Acrylic
(2001) El astomeric Coating

(2001) Epoxy Block Filler

(2001) Exterior Latex, H gh doss (acrylic)

(2001) Waterborne Gal vani zed Pri mer

(2001) Hi gh Performance Latex, Wite and

Tints - MPI doss Level 2

(2001) Hi gh Performance Latex, Wite and

Tints - MPIl doss Level 3
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MPI 140 (2001) Hi gh Performance Architectural
Latex - d oss Level 4

MPl 141 (2001) Hi gh Performance Sem gl oss Lat ex,
Wiite and Tints - doss Level 5

MPl 144 (2001) Institutional Low Odor / VOC
Interior Latex, doss Level 2

MPl 145 (2001) Institutional Low Odor / VOC
Interior Latex, doss Level 3

MPI 146 Institutional Low Qdor/VOC Interior Latex
- Goss Level 4 (a 'satin-like' finish)

MPl 147 (2001) Institutional Low Odor / VOC
Interior Latex, doss Level 5

COWWERCI AL | TEM DESCRI PTI ON ( Cl D)

CID A-A-2904 Thinner, Paint, Mneral Spirits, Regul ar
and (dorl ess

U S. DEPARTMENT OF DEFENSE ( DOD)

M L- STD- 101 (Rev. B) Col or Code for Pipelines and for
Conpressed Gas Cylinders

SCl ENTI FI C CERTI FI CATI ON SYSTEMs ( SCS)
SCS- EPP- SP01- 01 (2001) Environnentally Preferable Product

Specification for Architectural and
Anti-Corrosive Paints

STEEL STRUCTURES PAI NTI NG COUNCI L ( SSPC)

SSPC Gui de 6 (1997) Containing Debris Generated During
Pai nt Renoval QOperations

SSPC Guide 7 (1995) Disposal of Lead-Contam nated
Surface Preparation Debris

SSPC QP 1 (1989) Evaluating Qualifications of
Pai nting Contractors (Field Application to
Conpl ex Structures)

SSPC PA 1 (2000) Shop, Field, and Mi ntenance
Pai nti ng
SSPC PA 3 (1995) Safety in Paint Application
SSPC VIS 1 (1989) Visual Standard for Abrasive Bl ast

O eaned Steel (Standard Reference
Phot ogr aphs)
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SSPC VI S 3

SSPC VIS 4

SSPC SP

SSPC SP

SSPC SP

SSPC SP

SSPC SP

SSPC SP

SSPC SP

SSPC Pai

10

12

nt

(1993) Visual Standard for Power- and
Hand- Tool C eaned Steel (Standard
Ref er ence Phot ogr aphs)

(2001) Guide and Reference Photographs for
Steel Surfaces Prepared by Waterjetting

(1982) Sol vent d eani ng

(1995) Hand Tool d eaning

(1995) Power Tool C eaning

(1994) Commercial Blast Cd eaning

(1994) Brush-Of Blast d eaning

(1994) Near-Wiite Blast O eaning

(1995) Surface Preparation and C eani ng of
Steel and Ot her Hard Materials by Hi gh-and
Utra high-Pressure Water Jetting Prior to

Recoati ng

18 (1991) Chlorinated Rubber Internediate
Coat Pai nt

1.2 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndi cate submittal approval classification follow ng
the nane of the itemby adding a "G' when the
submittal requires Governnent approval. Submttals
already marked with a "G' require Governnent
approval, only delete existing "G' if the submttal
itemis not conplex and can successfully be revi ewed
by the Contractor's Quality Control program
Subnmittals not classified as "G' are intended to be
on the Subnmittal Register as "Information Only" for
Arny projects and "Contractor Quality Control"
approval for Navy projects. For Arny submttals
requiring Governnent approval, an additional code of
up to three characters can be used following the "G
designation to further designate the approving
authority; codes of "RE" and for Resident Enigineer
approval, "ED' for Engineering approval, and "AE"
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for Architect -- Engi neer approval are reconmended.

EE R R R R R R R R R R R R R R R R R R R R R O R

Submit the following in accordance with Section 01330, "Subnitta
Procedures."

The current MPI, "Approved Product List" which lists paint by brand, |abel,
product nane and product code as of the date of contract award, will be
used to deternine conpliance with the submittal requirenents of this
specification. The Contractor may choose to use a subsequent MPI " Approved
Product List", however, only one list may be used for the entire contract
and each coating systemis to be froma single manufacturer. Al coats on
a particular substrate nust be froma single manufacturer. No variation
fromthe MPI Approved Products List is acceptable.

Sanpl es of specified materials may be taken and tested for conpliance with
speci fication requirenments.

In keeping with the intent of Executive Oder 13101, "Greening the
CGovernment through Waste Prevention, Recycling, and Federal Acquisition",
products certified by SCS as neeti ng SCS- EPP- SP01-01 shall be given
preferential consideration over registered products. Products that are
regi stered shall be given preferential consideration over products not
carrying any EPP designation.
SD- 02 Shop Drawi ngs
Pi pi ng identification
Subnit col or stencil codes
SD- 03 Product Data
Coating; G [___]
Manuf acturer's Techni cal Data Sheets
[ Seal ant ]
SD- 04 Sanpl es
Color; G [__]

Submit nmanufacturer's sanples of paint colors. Cross reference col or
sanpl es to col or schene as indicat ed.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Note: The Sanple Wall Coating Mock-Up is to be used
for texture wall coating systens.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Textured Wall Coating System G [__ ]

Sanpl e Textured Wall Coating System Mock-Up; G [__ ]
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1.

SD-07 Certificates

Applicator's qualifications

Qualification Testing |aboratory for coatings G [__ ]
SD- 08 Manufacturer's Instructions

Application instructions

M Xxi ng

Detailed mxing instructions, mninmmand nmaxi mum application tenperature
and humidity, potlife, and curing and drying tinmes between coats.

Manufacturer's Material Safety Data Sheets

Submit nanufacturer's Material Safety Data Sheets for coatings, solvents,
and other potentially hazardous materials, as defined in FED STD- 313.

SD-10 Operation and Mai ntenance Data
Coatings: G [__]

Preprinted cl eaning and nmi ntenance instructions for all coating systens
shal | be provided.

3 APPLI CATOR' S QUALI FI CATI ONS

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: When using the contractor qualification
clause rather than the SSPC Certification
requirenents, edit to require appropriate experience.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Select only one of the followi ng two bracketed
par agr aphs.

EE R R R R R R R R R R R R R R R R R R R R R R O R

[1.3.1 Contractor Qualification

Submit the nane, address, telephone nunber, FAX nunber, and e-nmil address

of the contractor that will be performng all surface preparation and
coating application. Subnit evidence that key personnel have successfully
perfornmed surface preparation and application of coatings on | ]

on a mninmumof three simlar projects within the past three years. List
i nformati on by individual and include the follow ng:

a. Nane of individual and proposed position for this work.

b. Information about each previous assignnent including:

SECTI ON 09900 Page 13



Position or responsibility
Enpl oyer (if other than the Contractor)
Nane of facility owner

Mai | i ng address, tel ephone nunber, and telex nunber (if non-US) of
facility owner

Nane of individual in facility owner's organi zati on who can be
contacted as a reference

Location, size and description of structure
Dates work was carried out

Description of work carried out on structure

]

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: For projects in continental US, Hawaii,
Al aska, and Puerto Rico, require SSPC Certification.
Use in other |ocations where qualified US
contractor is desired. |If project involves renoval
of paint containing hazardous naterials, add
requirenent for SSPC QP-2 certification in section
of specification where the hazardous paint renoval
is specified, generally UFGS 13282N or UFGS 13283N

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE:

** WARNI NG* * WARNI NG* * WARNI NG *WARNI NG** Sol i ci tati ons
requiring SSPC Certification should point out the
exi stence and | ocation of the certification
requirenent, in the Project Information Form To be
enforceabl e, the requirenment nust be pointed out in
the solicitation docunents. . SSPC Certification
is a special responsibility requirement pursuant to
FAR 9.104-2. This is analogous to requiring bidders
to have a specified |l evel of experience or expertise
and GAO has sustained these types of special
requirenents.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Use bracket option bel ow concerning SSPC P 1
only when industrial coatings are required.

Pai nting qualifications for projects such as BEQ s,
training facilities and general adm nistration

buil dings do not require QP 1 certification.

EE R R R R R R R R R R R R R R R R R R R R R R R R R I

[1.3.2 SSPC QP 1 Certification
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Al'l contractors and subcontractors that perform surface preparation or
coating application shall be certified by the Society for Protective
Coatings (fornmerly Steel Structures Painting Council) (SSPC) to the
requirenents of SSPC QP 1 prior to contract award, and shall renmmin
certified while acconplishing any surface preparation or coating
application. The painting contractors and painting subcontractors nust
remain so certified for the duration of the project. |If a contractor's or
subcontractor's certification expires, the firmwll not be allowed to
performany work until the certification is reissued. Requests for
extension of tinme for any delay to the conpletion of the project due to an
i nactive certification will not be considered and |iqui dated damages wil |
apply. Notify the Contracting Oficer of any change in contractor
certification status.

]1.4  QUALI TY ASSURANCE

1

4.1 Fi el d Sanpl es and Tests

The Contracting O ficer may choose up to two coatings that have been
delivered to the site to be tested at no cost to the Governnent. Take
sanpl es of each chosen product as specified in the paragraph "Sanpling
Procedures."” Test each chosen product as specified in the paragraph
"Testing Procedure." Products which do not conform shall be renpbved from
the job site and replaced with new products that confromto the referenced
specification. Testing of replacenment products that failed initial testing
shall be at no cost to the Governnent.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Only require the testing for large quanities
of epoxy/ pol yuret hane coatings or a single coating
systemthat is used in large quantities on the
project. A large quantity of epoxy/pol yurethane
coatings is considered to be 189 Liters50 gallons or
nore, a large quantity of other coating systens is
considered to be 757 Liters200 gallons or nore.

List all coatings for testing by MPI or SSPC pai nt
nunber in the follow ng paragraph

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

[Another required testing is Batch Quality Conformance Testing to prove
conformance of the manufacturer's paint to the specified MPlI standard.
This testing is acconplished before the nmaterials are delivered to the job
site. Provide testing for [ ] paint products. Test paint products as
specified in the paragraph "Testing Procedure".]

.4.1.1 Sanpl i ng Procedure

The Contracting Officer will select paint at randomfromthe products that
have been delivered to the job site for sanple testing. The Contractor
shal | provide one liter one quart sanples of the selected paint naterials.
The sanpl es shall be taken in the presence of the Contracting O ficer, and
| abel ed, identifying each sanple. Provide |abels in accordance with the
par agr aph "Packagi ng, Labeling, and Storage" of this specification
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1.4.1.2 Testing Procedure

Provide Batch Quality Conformance Testing for specified products, as
defined by and perfornmed by MPI. As an alternative to Batch Quality

Conf ormance Testing, the Contractor nmay provide Qualification Testing for
speci fied products above to the appropriate MPI product specification
using the third-party | aboratory approved under the paragraph
"Qualification Testing" |aboratory for coatings. The qualification testing
lab report shall include the backup data and summary of the test results.
The sunmary shall list all of the reference specification requirenments and
the result of each test. The summary shall clearly indicate whether the
tested paint nmeets each test requirenent. Note that Qualification Testing
may take 4 to 6 weeks to perform due to the extent of testing required.

Submit nane, address, telephone nunber, FAX nunber, and e-mail address of
t he i ndependent third party | aboratory selected to performtesting of
coating sanples for conpliance with specification requirenents. Submt
docunentation that laboratory is regularly engaged in testing of paint
sanmpl es for conformance with specifications, and that enpl oyees performng
testing are qualified. |If the Contractor chooses MPI to performthe Batch
Qual ity Conformance testing, the above submittal information is not
required, only a letter is required fromthe Contractor stating that M
will performthe testing.

1.4.2 Textured Wall Coating System

Three conpl ete sanples of each indicated type, pattern, and col or of
textured wall coating systemapplied to a panel of the sane material as
that on which the coating systemw || be applied in the work. Sanples of
wal | coating systens shall be mininmum 125 x 175 mm (5 x 7 inches) and of
sufficient size to show pattern repeat and texture.

1.4.3 Sanpl e Textured Wall Coating System Mock-Up

After coating sanples are approved, and prior to starting installation, a
m ni mum 2430 nm x 2430 nm (8 foot x 8 foot) nock-up shall be provided for
each substrate and for each color and type of textured wall coating, using
the actual substrate materials. Once approved the nock-up sanples shall be
used as a standard of worknanship for installation within the facility. At
| east 48 hours prior to nock-up installation, the Contractor shall submt
witten notification to the Contracting Oficer's Representative.

1.5 REGULATORY REQUI REMENTS

1.5.1 Envi ronnment al Protection
In addition to requirenents specified el sewhere for environnental
protection, provide coating materials that conformto the restrictions of
the local Air Pollution Control District and regional jurisdiction

Notify Contracting O ficer of any paint specified herein which fails to
conform
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.5.2 Lead Content

Do not use coatings having a | ead content over 0.06 percent by weight of
nonvol atil e content.

.5.3 Chromat e Cont ent

Do not use coatings containing zinc-chromate or strontiumchronate
.5.4 Asbest os Cont ent

Material s shall not contain asbestos.

.5.5 Mer cury Cont ent

Materials shall not contain nercury or nercury conpounds.

.5.6 Silica

Abr asi ve blast media shall not contain free crystilline silica.
.5.7 Hurman Car ci nogens

Materials shall not contain ACAH Limt Values and ACAd H TLV-DOC confirned
human carci nogens (Al) or suspected human carci nogens (A2).

.6 PACKAG NG, LABELI NG AND STORAGE

Paints shall be in sealed containers that |egibly show the contract
speci fication nunber, designation nane, fornula or specification nunber,
batch nunber, color, quantity, date of nanufacture, nanufacturer's
formul ati on nunber, manufacturer's directions including any warnings and
speci al precautions, and nane and address of nmanufacturer. Pignented
paints shall be furnished in containers not larger than 20 liters 5 gall ons.
Paints and thinners shall be stored in accordance with the manufacturer's
witten directions, and as a mninmum stored off the ground, under cover,
with sufficient ventilation to prevent the buil dup of flamuable vapors, and
at tenperatures between 4 to 35 degrees C 40 to 95 degrees F

.7 SAFETY AND HEALTH

Apply coating materials using safety nethods and equi prent in accordance
with the follow ng:

Work shall conply with applicable Federal, State, and |local |aws and

regul ations, and with the ACCI DENT PREVENTI ON PLAN, including the Activity
Hazard Anal ysis as specified in Section 01525,"Safety Requirenments"” and in
Appendi x A of EM 385-1-1. The Activity Hazard Anal ysis shall include

anal yses of the potential inpact of painting operations on painting
personnel and on others involved in and adjacent to the work zone.

. 7.1 Saf ety Methods Used During Coating Application

Conply with the requirements of SSPC PA 3.
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1.7.2 Toxic Materials

To protect personnel from overexposure to toxic naterials, conformto the
nost stringent gui dance of:

a. The applicable manufacturer's Material Safety Data Sheets (MSDS)
or local regulation

b. 29 CFR 1910. 1000.

c. ACAHLimt Values, threshold Iimt val ues

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: Delete followi ng paragraph if no lead is
contained in existing coating systens. For Arny
proj ects use Section 13281A. I n Navy projects where
LBP/ LCP nust be renoved or | ead-based pai nt hazards
abated as defined by Public Law 102-550 Title X -
Resi denti al Lead-Based Pai nt Hazard Reduction Act of
1992 (ie: in child-targeted facilities such as

fam |y housing and childcare facilities), use
Section 13283. For Navy projects not affected by
Public Law 102-550 Title X, use Section 13282.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

[d. The appropriate OSHA standard in 29 CFR 1910. 1025 and 29 CFR
1926. 62 for surface preparation on painted surfaces containing
| ead. Renpval and di sposal of coatings which contain lead is
specified in [Section 13281A, "Lead Hazard Contro
Activities"][Section 13282N, "Lead in Construction"][Section 13283N
"Renoval / Control and Disposal of Lead Paint]." Additiona
gui dance is given in SSPC Guide 6 and SSPC GQuide 7. Refer to
drawi ngs for list of hazardous materials |ocated on this project.
Contractor to coordinate paint preparation activities with this
speci fication section.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng paragraph if no asbestos is
contai ned in existing coating systens.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

][e. The appropriate OSHA standards in 29 CFR 1910.1001 for surface
preparation of painted surfaces containing asbestos. Renoval and
di sposal of coatings which contain asbestos materials is specified
in Section 13281, "Engi neering Control of Asbestos Containing
Materials." Refer to drawings for list of hazardous materials
| ocated on this project. Contractor to coordi nate paint
preparation activities with this specification section

11.8 ENVI RONVENTAL CONDI TI ONS

1.8.1 Coati ngs
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Do not apply coating when air or substrate conditions are:
a. Less than 3 degrees C 5 degrees F above dew point;

b. Below 10 degrees C 50 degrees F or over 35 degrees C 95 degrees F,
unl ess specifically pre-approved by the Contracting O ficer and
the product manufacturer. Under no circunstances shal
application conditions exceed manufacturer recommendati ons.

1.9 COLCOR SELECTI ON

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

NOTE: |If the project includes painting of
Shore-To-Ship Utility connections, insert:

1. Color Coding For Shore-To-Ship UWility
Connections: Paint hose connection fittings and
shut-of f val ves the designated color. 1In addition
to col or coding provide 50 nm 2 inch high stenciled
letters using black stencil paint, clearly
designating service for each connection

Col or Codi ng for Shore-to-Ship
Utility Connections

Servi ce Col or FED- STD- 595 No.
Pot abl e Water* Bl ue 15044
Wat er Provi ded Red 11105

for Fire Protection**

Chilled Water Striped Blue/Wite 15044/ 17886
Oly Waste Water Striped Yell ow Bl ack 13538/ 17038
Sewer Gol d 17043
St eam Wiite 17886
H gh Pressure Ar G ay 16081
Low Pressure Air Tan 10324
Fuel Yel | ow 13655

* Thi s includes connections serving donmestic functions.

*x Thi s includes non-potable salt water or, at sone |ocations, fresh
wat er connections provided for fire protection (may al so include
flushing and cooling requirenents). Note: This does not include
waterfront fire hydrants.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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Colors of finish coats shall be as indicated or specified. Were not

i ndi cated or specified, colors shall be selected by the Contracting
Oficer. Mnufacturers' nanes and color identification are used for the
purpose of color identification only. Naned products are acceptable for
use only if they conformto specified requirenents. Products of other
manuf acturers are acceptable if the colors approximate colors indicated and
t he product conforns to specified requirenents.

Tint each coat progressively darker to enable confirmation of the nunber of
coats.

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: On Navy projects, do not use Section 09915,
"Col or Schedul e". Provide color selection on the
contract draw ngs.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Color, texture, and pattern of wall coating systens shall be [as
i ndicated][in accordance with Section 09915 COLOR SCHEDULE] [ ].

1.10 LOCATI ON AND SURFACE TYPE TO BE PAI NTED

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Drawi ngs should indicate type and extent of
work. Specific quantities should not be cited in
the specification. Were applicable, indicate:

1. Reputtying and Reglazing: Replacenent of [ ]
linear neter feet of existing putty or glazing
conmpound with new nateri al

2. Resealing of Existing Exterior Joints:
Repl acenment of linear neter feet of sealant or
cal king with new seal ant.

3. Renoval of Existing Coatings: Renoval of
[ ] square neter feet of existing coating by
nmet hods specified for each substrate nateri al

EE R R R R R R R R R R R R R R R R R R R R R R O R

1.10.1 Pai nting | ncl uded

Where a space or surface is indicated to be painted, include the follow ng
unl ess i ndi cated ot herw se.

a. Surfaces behind portable objects and surface nounted articles
readi |y detachabl e by renoval of fasteners, such as screws and
bol t s.

b. New factory finished surfaces that require identification or color

coding and factory finished surfaces that are damaged during
perfornmance of the work.
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c. Existing coated surfaces that are danmaged during perfornmance of
t he wor k.

1.10.1.1 Exterior Painting

I ncl udes new surfaces[, existing coated surfaces,] [and] [existing uncoated
surfaces,] of the building[s] and appurtenances as indicated. Also
i ncluded are existing coated surfaces made bare by cl eani ng operations.
.10.1.2 Interior Painting
I ncl udes new surfaces[, existing uncoated surfaces,] [and] [existing coated
surfaces] of the building[s] and appurtenances as indicated and existing
coated surfaces made bare by cl eaning operations. Were a space or surface
is indicated to be painted, include the followi ng itens, unless indicated
ot herw se.

a. Exposed colums, girders, beans, joists, and netal deck; and

b. Oher contiguous surfaces.
.10.2 Pai nti ng Excl uded

Do not paint the follow ng unl ess indicated otherw se.

a. Surfaces conceal ed and nade i naccessi bl e by panel boards, fixed
ductwork, machi nery, and equi pnent fixed in place.

b. Surfaces in conceal ed spaces. Conceal ed spaces are defined as
encl osed spaces above suspended ceilings, furred spaces, attic
spaces, crawl spaces, el evator shafts and chases

c. Steel to be enbedded in concrete.

d. Copper, stainless steel, alum num brass, and | ead except existing
coat ed surfaces

e. Hardware, fittings, and other factory finished itens.

[f. Surfaces in the follow ng areas shall not be painted:

1.10.3 Mechani cal and El ectrical Painting

Includes field coating of [interior] [and] [exterior] new [and existing]
surf aces.

a. Were a space or surface is indicated to be painted, include the
followi ng itens unless indicated otherw se.

(1) Exposed piping, conduit, and ductwork;

(2) Supports, hangers, air grilles, and registers;
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(3) M scellaneous netal work and insulation coverings.
. not pain e follow ng, unless indicated otherw se:
b Do not t the foll I di cated oth

[(1) New zinc-coated, alum num and copper surfaces under
i nsul ati on]

[(2) New alum num jacket on piping]
[(3) Newinterior ferrous piping under insulation].]
[1.10.3.1 Fire Extinguishing Sprinkler Systens

Clean, pretreat, prine, and paint new fire extinguishing sprinkler systens
i ncludi ng val ves, piping, conduit, hangers, supports, mscellaneous
nmet al work, and accessories. Apply coatings to clean, dry surfaces, using
cl ean brushes. Cean the surfaces to renove dust, dirt, rust, and | oose
mll scale. Imediately after cleaning, provide the netal surfaces wth
one coat priner per schedules. Shield sprinkler heads with protective
covering while painting is in progress. Upon conpletion of painting,
renove protective covering fromsprinkler heads. Renobve sprinkler heads
whi ch have been painted and replace with new sprinkl er heads. Provide
primed surfaces with the foll ow ng:

a. Piping in Unfinished Areas: Provide prined surfaces with one coat
of red al kyd gl oss enanel applied to a mininumdry filmthickness
of 0.025 mMmm 1.0 mil in attic spaces, spaces above suspended
ceilings, craw spaces, pipe chases, nechanical equipnent room
and spaces where walls or ceiling are not painted or not
constructed of a prefinished material. [In lieu of red enanel
finish coat, provide piping with 50 mfmm 2 inch wi de red enanel
bands or self-adhering red plastic bands spaced at naxi nrum of 6
meters 20 foot intervals.]

b. Piping in Finished Areas: Provide primed surfaces with two coats
of paint to match adjacent surfaces, except provide val ves and
operating accessories with one coat of red al kyd gl oss enanel
applied to a mininumdry filmthickness of 0.025 M 1.0 nil.
Provide piping with 50 nm 2 inch wide red enanel bands or
sel f-adhering red plastic bands spaced at maxi nrum of 6 neters 20
foot intervals throughout the piping systens.

]1[1.10.4 Exterior Painting of Site Wrk Itens
Field coat the followi ng itens:

New Surf aces Exi sting Surfaces
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]1.10.5 M SCELLANEQUS PAI NTI NG
Lettering [Building ][ Room Nunber(s) ]

Lettering shall be provided as schedul ed on the draw ngs, shall be [bl ock]
[Gothic] type, and shall be [black enanel] [water-type decal conani a,
finished with a protective coating of spar varnish]. Sanples shall be
approved before application.

[Qbstructions To Aviation

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

NOTE: Structures, such as snokestacks, poles, and
bui | di ngs, which have been identified as obstruction
to aviation will be specified by nane. Verify that
the structures so identified are not specified to be
painted in the sections specifying the structures so
that painting will not be specified tw ce.
Coordinate with FAA for alternate colors and
patterns.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

The foll owing obstructions to aviation shall be painted in the pattern and
color prescribed by [ FAA AC 70/ 7460-1] | 1]

1.10.6 Definitions and Abbrevi ations
1.10.6.1 Qualification Testing

Qualification testing is the performance of all test requirenents listed in
t he product specification. This testing is acconplished by MPI to qualify
each product for the MPI Approved Product List, and nmay al so be
acconpl i shed by Contractor's third party testing lab if an alternative to
Batch Quality Conformance Testing by MPlI is desired.

1.10.6.2 Batch Quality Conformance Testing

Batch quality conformance testing deternines that the product provided is
the sane as the product qualified to the appropriate product specification
This testing shall only be acconplished by MPI testing |ab

1.10.6.3 Coati ng

Afilmor thin layer applied to a base material called a substrate. A
coating may be a netal, alloy, paint, or solid/liquid suspensions on
various substrates (nmetals, plastics, wood, paper, leather, cloth, etc.).
They may be applied by electrolysis, vapor deposition, vacuum or

nmechani cal nmeans such as brushing, spraying, calendering, and roller
coating. A coating nay be applied for aesthetic or protective purposes or
both. The term "coating"” as used herein includes emul sions, enanels,

stai ns, varnishes, sealers, epoxies, and other coatings, whether used as
primer, internediate, or finish coat. The ternms paint and coating are used
i nt erchangeably.
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.10.6.4 DFT or dft

Dry filmthickness, the filmthickness of the fully cured, dry paint or
coati ng.

.10.6.5 DSD

Degree of Surface Degradation, the MPI system of defining degree of surface
degradation. Five (5) levels are generically defined under the Assessnent
sections in the MPI Maintenance Repainting Manual .

.10.6.6 EPP

Environnentally Preferred Products, a standard for determning
environnental preferability in support of Executive Oder 13101.

.10.6.7 EXT

MPI short term designation for an exterior coating system

.10.6.8 INT

MPI short termdesignation for an interior coating system

.10.6.9 mcron / mcrons

The netric neasurement for 0.001 nmm or one/one-thousandth of a millineter.
.10.6.10 ml / mls

The English nmeasurenent for 0.001 in or one/one-thousandth of an inch,
equal to 25.4 microns or 0.0254 mm

.10.6.11 nm

The metric neasurenent for mllineter, 0.001 neter or one/one-thousandth of
a nmeter.

.10.6.12 MPI d oss Levels

MPI system of defining gloss. Seven (7) gloss levels (GL to G7) are
generically defined under the Eval uation sections of the MPI Manual s.
Traditionally, Flat refers to Gl/ &, Eggshell refers to G3, Senmi gl oss
refers to G5, and G oss refers to G6.

A oss levels are defined by MPl as foll ows:

d oss Description Units Units

Level @ 60 degrees @ 85 degrees
Gl Matte or Flat 0to 5 10 max

(€74 Vel vet 0 to 10 10 to 35

(€] Eggshel | 10 to 25 10 to 35

€7} Satin 20 to 35 35 mn
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G Sem - d oss 35 to 70
G6 d oss 70 to 85
Gr7 H gh d oss

G oss is tested in accordance with ASTM D 523. Historically, the
Government has used Flat (GL / &), Eggshell (G3), Sem -doss (&), and
d oss ((6).

.10.6.13 MPI Syst em Nunber

The MPI coating system nunber in each Division found in either the M
Architectural Painting Specification Manual or the Maintenance Repainting
Manual and defined as an exterior (EXT/REX) or interior system (INT/RIN).
The Division nunber follows the CSI Mster Fornmat.

.10.6. 14 Pai nt

See Coating definition.

.10.6.15 REX

MPI short term designation for an exterior coating systemused in
repai nting projects or over existing coating systens.

.10.6.16 RN

MPI short termdesignation for an interior coating systemused in
repai nting projects or over existing coating systens.

PART 2 PRODUCTS

2.

1 MATERI ALS

Conformto the coating specifications and standards referenced i n PART 3.
Submit nanufacturer's technical data sheets for specified coatings and
sol vent s.

PART 3 EXECUTI ON

3.

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Exercise caution when deviating from paint
systens listed in tables of "PART 3 EXECUTION."
Verify conpatibility and suitability of paint
systens substituted by review ng the Eval uation of
Systens sections of the MPI Manual s.

EE R R R R R R R R R R R R R R R R R R R R R R R I R

1 PROTECTI ON OF AREAS AND SPACES NOT TO BE PAI NTED

Prior to surface preparation and coating applications, renove, nmask, or

ot herwi se protect, hardware, hardware accessories, nmachi ned surfaces,

radi ator covers, plates, lighting fixtures, public and private property,
and other such itens not to be coated that are in contact with surfaces to
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be coated. Follow ng conpletion of painting, workmen skilled in the trades
i nvol ved shall reinstall renoved itens. Restore surfaces contam nated by
coating materials, to original condition and repair danaged itens.

[3.2 REPUTTYI NG AND REGLAZI NG

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: Include this paragraph (3.2) only for

proj ects involving painting of existing w ndows but
not including a glazing section. Reputtying work
shoul d be covered in glazing section if such a
section is used in the project specifications. This
is nornmally used in historical preservation

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

Renove cracked, | oose, and defective putty or glazing conmpound on gl azed
sash and provide new putty or glazing conpound. Were defective putty or

gl azi ng conpound constitutes 30 percent or nore of the putty at any one
light, remove the glass and putty or glazing conpound and reset the gl ass.
Renove putty or gl azing conpound without damagi ng sash or glass. Cean
rabbets to bare wood or netal and prinme prior to reglazing. Putty for wood
sash shall be a linseed oil putty. d azing conpound for netal sash shal
conformto ASTM C 669. Patch surfaces to provide snpboth transition between
exi sting and new surfaces. Finish putty or glazing conpound to a neat and
true bead. Allow glazing conmpound tinme to cure, in accordance with

manuf acturer's recommendation, prior to coating application. Allow putty
to set one week prior to coating application

1[3.3 RESEALI NG OF EXI STI NG EXTERI OR JO NTS

3.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Include this paragraph (3.3) only for

proj ects involving resealing of existing exterior
joints but not including a sealant section, UFGS
07920, "Joint Sealants'. Such work should be
covered in sealant section if such a section is used
in the project specifications.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

3.1 Surface Condition

Surfaces shall be clean, dry to the touch, and free fromfrost and

noi sture; renove grease, oil, wax, lacquer, paint, defective backstop, or
other foreign matter that would prevent or inpair adhesion. Were adequate
grooves have not been provided, clean out to a depth of 13 nm1/2 inch and
grind to a mnimumw dth of 6 nm1/4 inch without danage to adjoi ni ng work.
Grinding shall not be required on netal surfaces.

. 3.2 Backst ops

In joints nmore than 13 mMmm 1/ 2 inch deep, install glass fiber roving or
neoprene, butyl, polyurethane, or polyethylene foans free of oil or other
staining el ements as recommended by seal ant nmanufacturer. Backstop
material shall be conpatible with sealant. Do not use oakum and ot her
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types of absorptive materials as backstops.
3.3.3 Primer and Bond Breaker

Install the type recomended by the seal ant manufacturer
3.3.4 Anbi ent Tenperature

Bet ween 4 degrees C 38 degrees F and 35 degrees C 95 degrees F when
appl yi ng seal ant.

3.3.5 Exteri or Seal ant

For joints in vertical surfaces, provide ASTM C 920, Type S or M G ade NS,
Class 25, Use NT. For joints in horizontal surfaces, provide ASTM C 920,
Type Sor M Gade P, Cass 25, Use T. Color(s) shall be selected by the
Contracting O ficer. Apply the sealant in accordance with the
manufacturer's printed instructions. Force sealant into joints with
sufficient pressure to fill the joints solidly. Sealant shall be uniformy
smooth and free of winkles.

3.3.6 d eani ng

I mredi ately renove fresh seal ant from adjacent areas using a sol vent
recommended by the seal ant manufacturer. Upon conpletion of seal ant
application, renove remaining snears and stains and | eave the work in a
clean condition. Allow sealant tine to cure, in accordance with

manuf acturer's recommendations, prior to coating.

13.4 SURFACE PREPARATI ON

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

NOTE: Existing coating systens need to be defined
conpositionally before recoating:

1. Hazardous Materials: When pl anni ng either
partial or full renpbval of existing coatings,

regul atory restrictions and procedures shall be
foll owed. Records establishing the conposition of
materials in the coating systens, if available, may
assist in a prelininary review of planned surface
preparation and di sposal. GCenerally an overal
assessnent of applicable regul ations for personne
and environnmental protection will be required, with
appropriate sanpling and testing, followed by use of
proper material control procedures.

2. Conpatibility of the existing coating system
with a planned repair or overcoating system shoul d
be determ ned by procedures such as the foll ow ng:

a. ldentification of the existing topcoat and any
undercoats that will be exposed, by consulting | oca
records.
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b. If binder extraction is possible, ASTM D 2621
"Infrared Identification of Vehicle Solids from
Sol vent - Reduci bl e Paints," can be used for vehicle
i dentification.

c. General conpatibility considerations and chart
listings of expected rel ationships between bi nder
types are given in MPI Eval uation of systens,
"Transition Coat and Architectural Paint
Conpatibility Chart". Consult coating speciali st
codes regardi ng questionable conpatibilities
indicated in the chart.

d. For sonme nmi ntenance operations, use of ASTM D
5064, "Standard Practice for Conducting a Patch Test
to Assess Coating Conpatibility," may be warranted
Interpretation of the results of patch testing is
not always straight-forward, therefore, consult
appropriate coating specialists when considering
patch testing.

EE R R R R R R R R R R R R R R R R R R R R R R O R

Renove dirt, splinters, |oose particles, grease, oil, [disintegrated
coatings,] and other foreign matter and substances del eterious to coating
performance as specified for each substrate before application of paint or
surface treatments. O and grease shall be renoved prior to nmechanica
cleaning. Ceaning shall be programed so that dust and other contamn nants
will not fall on wet, newy painted surfaces. Exposed ferrous netals such
as nail heads on or in contact with surfaces to be painted with

wat er -t hi nned paints, shall be spot-primmed with a suitable
corrosion-inhibitive primer capable of preventing flash rusting and
conpatible with the coating specified for the adjacent areas.

[3.4.1 Addi tional Requirements for Preparation of Surfaces Wth Existing
Coati ngs

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete inapplicable phrases or entire
paragraph if no previously painted surfaces will be
encount er ed.

EE R R R R R R R R R E R R R R R R R R R R E R R R R R R O R

Bef ore application of coatings, performthe followi ng on surfaces covered
by soundl y-adhered coatings, defined as those which cannot be renmoved with
a putty knife:

a. Wpe previously painted surfaces to receive sol vent - based
coatings, except stucco and sinilarly rough surfaces clean with a
clean, dry cloth saturated with mneral spirits, ASTM D 235.

Al'low surface to dry. Wping shall inmediately precede the
application of the first coat of any coating, unless specified
ot herw se.
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b. Sand existing glossy surfaces to be painted to reduce gl oss.
Brush, and wi pe clean with a danp cloth to renove dust.

c. The requirenments specified are mninum Conply also with the
application instructions of the paint nanufacturer.

d. Previously painted surfaces [specified to be repainted] [damaged
during construction] shall be thoroughly cleaned of all grease,
dirt, dust or other foreign matter

e. Blistering, cracking, flaking and peeling or other deteriorated
coatings shall be renoved

f. Chalk shall be renpbved so that when tested in accordance with ASTM
D 4214, the chalk resistance rating is no | ess than 8.

g. Slick surfaces shall be roughened. Damaged areas such as, but not
limted to, nail holes, cracks, chips, and spalls shall be
repaired with suitable naterial to match adjacent undanaged areas.

h. Edges of chipped paint shall be feather edged and sanded snoot h.

i. Rusty netal surfaces shall be cleaned as per SSPC requirenents.

Sol vent, nechani cal, or chemnical cleaning nethods shall be used to
provi de surfaces suitable for painting.

j. New, proposed coatings shall be conpatible with existing coatings.

1[3.4.2 Exi sting Coated Surfaces with Mnor Defects
[ Sand, spackle, and treat nminor defects to render them smooth. M nor
defects are defined as scratches, nicks, cracks, gouges, spalls,
alligatoring, chalking, and irregularities due to partial peeling of
previous coatings.] [Renove chalking by sanding [or blasting] so that when
tested in accordance with ASTM D 4214, the chalk rating is not |less than 8.]
1[3.4.3 Removal of Existing Coatings
Renove existing coatings fromthe foll owi ng surfaces:
a. Surfaces containing |large areas of mnor defects;

b. Surfaces containing nore than 20 percent peeling area; and

c. Surfaces designated by the Contracting O ficer, such as surfaces
where rust shows through existing coatings.

1[3.4.4 Substrate Repair
a. Repair substrate surface danmaged during coating renoval
b. Sand edges of adjacent soundly-adhered existing coatings so they

are tapered as snmooth as practical to areas involved with coating
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renoval ;

and

c. Cean and prine the substrate as specified.

13.5

3.5.1

PREPARATI ON OF METAL SURFACES

Exi sting and New Ferrous Surfaces

EE R R R R R R R R R R R R R R R R R R R R R I R

NOTE:

conpliant with any |oca
cl eaning or blasting ferrous surfaces,

Surface preparation procedures should be

or base restrictions.
sel ect

appl i cabl e options fromthe tabl e bel ow

The consi derations suggested here for painting over

existing paint are covered in a Coating Condition

Survey

(CCS) .

Consult M L-HDBK-1110 for details.

The intent of perfornming a CCSis to be able to
design a nai ntenance coating project that carries
mnimumrisk of coating failure

SSPC Bl asti ng/ O eani ng Level s® -

Ferrous Surface Preparation

For

Primer Types/ Exposures

Exposureb
MId Mbder at e Sever e©
Primer Type al kyd/ oi | al kyd/ oi | epoxy
| at ex | at ex silicone
ol eor esi nous ol eor esi nous i norganic
phenolic phenolic zinc-rich
Surface Condition
Uncoat ed
Ql, grease, SP 1 for all noderate condi - SP 10,
dirt tions, select from SP 12 W2
"mld" or "severe" for or SP5
SP 12 W1
Local i zed SP 2, SP 3, or i nt ended performance AS ABOVE
corrosion - SP 7 | eve
mll scale, SP 12 W-4
rust
Ext ensi ve
deterioration SP &° AS ABOVE

SP 12 W-3
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Ferrous Surface Preparation

SSPC Bl asting/ G eaning Level s* - Primer Types/ Exposures

Exposureb
Mid Moder at e Sever e
Shop coat ed
G, grease, € AS ABOVE
dirt
Local i zed SP 2, SP 3, or AS ABOVE

damage to be SP 7, SP 12 W-4
spot repaired

Ext ensi ve SP 6d, SP 12 W-3 AS ABOVE
deterioration

Exi sting coating
a1, grease € € SP 1

Chal ki ng, f g
foreign matter

ot her than

oil or grease,

| ocal i zed

deterioration

Ext ensi ve sP 69, SP 12 W-3 SP 10,

deterioration SP 12 W2
or SP 5
SP 12 W1

®1f it is not possible to abrasive blast or use water jetting, SP 11 is
recomended. It is considered equivalent to SP 6. SP 11 is al so
preferred wherever SP 2 or SP 3 are shown in the Tabl e.

b These are m ni mum requi renents. A high-perfornng system may be a
better choice for |onger perfornmance.

¢ For marine, chemical, or immersion service, or application of heat
resistant or nonslip floor coatings. SP 10 is preferred for zinc-rich
prinmers, and for extrenely severe environnents where |long-term
performance i s desired.

4 Use water jetting to SP 12 W-3, as alternate to SP 6 degree of

cl eanl i ness.
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Ferrous Surface Preparation

SSPC Bl asting/ G eaning Level s* - Primer Types/ Exposures

Exposureb

MId Moder at e Sever e®

® Use only the steamclean, or non-al kaline detergent sol utions of SP 1.

" First, renove chalk and dirt with a non-al kaline detergent sol ution
and follow with power wash at m ni mrum 2000 psi. Second, spot clean, in
order of preference by SP 6, SP 11, SP 7, SP 3, or SP 2.

9 First, renove chalk and dirt with a non-al kaline detergent solution
and follow with power wash at m ni mum 2000 psi. Second, spot clean, in
order of preference, by SP 10, SP 6, or SP 11.

h sspc sp 12 provi des four levels of water jetting cleanliness and they
reflect the four |levels of abrasive blast cleanliness but direct
correlation is inaccurate or inappropriate. The four levels are (best to
worst): W-1, W-2, W-3, and W-4. They are equivalent to the abrasive
bl ast standards SSPC SP 5, SP 10, SP 6, and SP 7. The standard al so
includes three levels of cleanliness for nonvisual contam nants, SC 1,
SC-2, and SC-3. The preferred | evel of cleanliness is between SC-1 or
SC- 2.

Rk Rk kR R R I O SRR I b Ik S O R R R O e R S O I R R R I O

a. Ferrous Surfaces including Shop-coated Surfaces and Small Areas
That Contain Rust, MII Scale and O her Foreign Substances:
Sol vent cl ean or detergent wash in accordance with SSPC SP 1 to
renove oil and grease. Were shop coat is mssing or damaged
cl ean according to [ SSPC SP 2], [SSPC SP 3], [SSPC SP 6], or [SSPC
SP 10]. [Brush-off blast remaining surface in accordance with
SSPC SP 7]; [Water jetting to SSPC SP 12 W-4 may be used to
renove | oose coating and other | oose nmaterials. Use inhibitor as
recommended by coating nanufacturer to prevent premature rusting.]

Shop-coated ferrous surfaces shall be protected from corrosion by

treating and touching up corroded areas i medi ately upon detection

b. Surfaces Wth More Than 20 Percent Rust, MII| Scale, and O her
Forei gn Substances: Clean entire surface in accordance with [ SSPC
SP 6/ SSPC SP 12 WI-3] [ SSPC SP 10/ SSPC SP 12 W-2].

Rk Rk kI R R R I O SR I Sk kR R AR R O I R S O R R Rk Ik i

NOTE: Regarding text below, for new or existing
uncoat ed surfaces requiring nonslip coating, specify
MPI 77 with non-skid additive (NSA). For rusted
surfaces, nodify surface preparation requirenments to
i ncl ude near white blast cleaning in accordance with
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SSPC SP 10 prior to coating application

EE R R R R R R R R R R R R R R R R R R R R R O R

[c. Metal Floor Surfaces to Receive Nonslip Coating: Clean in
accordance with [ SSPC SP 10][ SSPC SP 12 W-2].]

3.5.2 Fi nal Ferrous Surface Condition

EE R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Verify there are no |local or base
restrictions on use of abrasive blasting. Specify
cl eaning options as foll ows:

Type Coati ng Level of d eaning,
SSPC SP ...
a. Latex or Al kyd 2,3,6 or SP 12

W-2.(7 and 10, SP 12 W-2
or SP 12 W-1 may be left
in as Contractor options)

b. Hi gh Performance 7,10
(i.e. Epoxy, Urethane,
ot hers)

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

For tool cleaned surfaces, the requirenents are stated in SSPC SP 2 and
SSPC SP 3. As a visual reference, cleaned surfaces shall be simlar to
phot ographs in SSPC VIS 3.

For abrasive blast cleaned surfaces, the requirenments are stated in SSPC SP
7, SSPC SP 6, and SSPC SP 10. As a visual reference, cleaned surfaces
shall be simlar to photographs in SSPC VIS 1.

For waterjet cleaned surfaces, the requirenments are stated in SSPC SP 12.
As a visual reference, cleaned surfaces shall be sinmlar to photographs in
SSPC VI S 4.

3.5.3 Gal vani zed Surf aces

a. New or Existing Gal vani zed Surfaces Wth Only Dirt and Zinc
Oxi dation Products: Cean with solvent, steam or non-al kaline
detergent solution in accordance with SSPC SP 1. |If the
gal vani zed netal has been passivated or stabilized, the coating
shal | be conpletely renoved by brush-off abrasive blast. New
gal vani zed steel to be coated shall not be "passivated" or
"stabilized" |If the absence of hexavalent stain inhibitors is not
docunented, test as described in ASTM D 2092, Appendi x X2, and
renove by one of the nmethods described therein.

EE R R R R R R R R R E R R R R R R R R ERE R E R R R R R

NOTE: Delete the text below if there are no
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exi sting surfaces to receive coatings. For
paragraph entitled "Gal vani zed with Slight Coating
Deterioration or with Little or No Rusting," verify
there are no local or base restrictions on the use
of abrasive blasting.

EE R R R R R R R R R R R R R R R R I R R R R I R

b. Glvanized with Slight Coating Deterioration or with Little or No
Rusting: Water jetting to SSPC SP 12 W3 to renove | oose coating
fromsurfaces with | ess than 20 percent coating deterioration and
no blistering, peeling, or cracking. Use inhibitor as recomended
by the coating nanufacturer to prevent rusting.

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: Delete the text below if there are no

exi sting surfaces to receive coatings. For

par agraph entitled "Gal vani zed with Severe
Deteriorated Coating or Severe Rusting," verify
there are no local or base restrictions on the use
of abrasive blasting.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

c. @Galvanized Wth Severe Deteriorated Coating or Severe Rusting:
[Water jet to SSPC SP 12 W3 degree of cleanliness.] [ Spot
abrasi ve blast rusted areas as described for steel in SSPC SP 6,
and waterjet to SSPC SP 12, W3 to renpve existing coating.]

3.5.4 Non- Ferrous Metallic Surfaces

Al umi num and al um numal | oy, |ead, copper, and other nonferrous netal
surf aces.

a. Surface Cleaning: Solvent clean in accordance with SSPC SP 1 and
wash with mld non-al kaline detergent to renove dirt and water
sol ubl e cont ami nants.

3.5.5 Ter ne- Coat ed Metal Surfaces

Solvent clean surfaces with nmneral spirits, ASTM D 235. Wpe dry with
clean, dry cloths.

3.5.6 Exi sting Surfaces with a Bitunm nous or Mastic-Type Coating
Renove chal k, m |l dew, and other |oose material by washing with a solution
of 0.20 liter 1/2 cup trisodi um phosphate, 0.1 liter 1/4 cup househol d
detergent, 1.6 liters one quart 5 percent sodi um hypochlorite solution and
4.8 liters 3 quarts of warm water.

3.6 PREPARATI ON OF CONCRETE AND CEMENTI TI QUS SURFACE

3.6.1 Concrete and Masonry

a. Curing: Concrete, stucco and nmasonry surfaces shall be allowed to

cure at |least 30 days before painting, except concrete slab on
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grade, which shall be allowed to cure 90 days before painting.
b. Surface deaning: Renove the follow ng del eterious substances.

(1) Dirt, [Chalking,] Gease, and O1l: Wsh new [and existing
uncoat ed] surfaces with a solution conposed of 0.2 liter 1/2 cup
trisodi um phosphate, 0.1 liter 1/4 cuphousehold detergent, and
6.4 liters 4 quarts of warmwater. Then rinse thoroughly with
fresh water. [Wash existing coated surfaces with a suitable
detergent and rinse thoroughly.] For large areas, water blasting
may be used.

(2) Fungus and Mold: Wash [new] [, existing coated,] [and

exi sting uncoated] surfaces with a solution conposed of 0.2 liter
1/2 cup trisodi um phosphate, 0.1 liter 1/4 cup househol d detergent,
1.6 liters 1 quart 5 percent sodium hypochlorite solution and 4.8

liters 3 quarts of warmwater. Rinse thoroughly with fresh water.

(3) Paint and Loose Particles: Renove by wire brushing.

(4) Efflorescence: Renpbve by scraping or wire brushing foll owed
by washing with a 5 to 10 percent by wei ght aqueous sol ution of
hydrochloric (nmuriatic) acid. Do not allow acid to remain on the
surface for nore than five mnutes before rinsing with fresh
water. Do not acid clean nore than 0.4 square neter 4 square feet
of surface, per worknman, at one tine.

[(5) Renpbval of Existing Coatings: For surfaces to receive
textured coating MPI 42, renobve existing coatings including
soundly adhered coatings if recommended by textured coating
manuf act urer. ]

c. Cosnetic Repair of Mnor Defects: Repair or fill nortar joints
and m nor defects, including but not linmted to spalls, in
accordance with manufacturer's recomendati ons and prior to
coating application

d. Allowable Misture Content: Latex coatings nay be applied to danp
surfaces, but not to surfaces with droplets of water. Do not
apply epoxies to danp vertical surfaces as determ ned by ASTM D
4263 or horizontal surfaces that exceed 3 | bs of noisture per 1000
square feet in 24 hours as determned by ASTM F 1869. In all
cases follow manufacturers recommendations. Allow surfaces to
cure a mnimum of 30 days before painting.

3.6.2 Gypsum Board, Plaster, and Stucco
a. Surface Cleaning: Plaster and stucco shall be clean and free from
| oose matter; gypsum board shall be dry. Renove |oose dirt and
dust by brushing with a soft brush, rubbing with a dry cloth, or
vacuum cl eaning prior to application of the first coat materi al
A danmp cloth or sponge may be used if paint will be water-based

b. Repair of Mnor Defects: Prior to painting, repair joints,
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3.

3.

3.

cracks, holes, surface irregularities, and other m nor defects
with patching plaster or spackling conpound and sand snoot h.

c. Allowable Misture Content: Latex coatings nay be applied to danp
surfaces, but not surfaces with droplets of water. Do not apply
epoxi es to danp surfaces as deternined by ASTM D 4263. New
pl aster to be coated shall have a maxi num noi sture content of 8
percent, when neasured in accordance with ASTM D 4444, Method A,
unl ess ot herwi se authorized. In addition to noisture content
requirenents, allow new plaster to age a m ni num of 30 days before
preparation for painting.

6.3 Exi sting Asbestos Cenent Surfaces

Renove oily stains by solvent cleaning with mneral spirts, [CID A-A-2904] [
ASTM D 235]. Renobve |oose dirt, dust, and other del eterious substances by
brushing with a soft brush or rubbing with a dry cloth prior to application
of the first coat material. Do not wire brush or clean using other
abrasi ve nethods. Surfaces shall be dry and clean prior to application of
t he coating.

7 PREPARATI ON OF WOOD AND PLYWOOD SURFACES

7.1 New [, Existing Uncoated,] [and] [Existing Coated] Plywod and Wod

Sur faces, Except Floors:

a. Wod surfaces shall be cleaned of foreign nmatter.

Surface O eaning: Surfaces shall be free fromdust and ot her

del eteri ous substances and in a condition approved by the
Contracting O ficer prior to receiving paint or other finish. Do
not use water to clean uncoated wood. [Scrape to renove |oose
coatings. Lightly sand to roughen the entire area of previously
enanel - coat ed wood surfaces. ]

[b. Renoval of Fungus and Mol d: Wash existing coated surfaces with a
sol ution conposed of 0.2 liter 3 ounces (2/3 cup) trisodium
phosphate, 0.1 liter 1 ounce (1/3 cup) househol d detergent, 1.6
liters 1 quart 5 percent sodium hypochlorite solution and 4.8
liters 3 quarts of warmwater. Rinse thoroughly with fresh water.]

c. Misture content of the wood shall not exceed 12 percent as
measured by a noisture neter in accordance with ASTM D 4444,
Met hod A, unl ess otherw se authori zed.

d. Wod surfaces adjacent to surfaces to receive water-thinned paints
shal | be prined and/or touched up before applying water-thinned
pai nts.

e. Cracks and Nail heads: Set and putty stop nail heads and putty
cracks after the prine coat has dried.

f. Cosnetic Repair of M nor Defects:
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3.

3.

3.

(1) Knots and Resinous Wod [and Fire, Snoke, Water, and Col or
Mar ker Stained Existing Coated Surface]: Prior to application of
coating, cover knots and stains with two or nore coats of

1. 3-kg-cut 3-pound-cut shellac varnish, plasticized with 0.14
liters 5 ounces of castor oil per liter gallon. Scrape away

exi sting coatings fromknotty areas, and sand before treating.
Prime before applying any putty over shell acked area.

(2) Open Joints and O her Qpenings: Fill with whiting putty,
linseed oil putty. Sand snooth after putty has dried.

(3) Checking: Were checking of the wood is present, sand the
surface, wi pe and apply a coat of pignented orange shellac. Al ow
to dry before paint is applied.

g. Prime Coat For New Exterior Surfaces: Prine coat [wood doors,]
[windows,] [franes,] [and] [trin] before wood becones dirty,
war ped, [or weathered].

7.2 Wood Fl oor Surfaces, Natural Finish

a. Initial Surface Cleaning: As specified in paragraph entitled
"Surface Preparation.”

[b. Existing Loose Boards and Shoe Ml ding: Before sanding, renai
| oose boards. Countersink nails and fill with an approved wood
filler. Renpbve shoe nolding before sanding and reinstall after
conpleting other work. At Contractor's option, new shoe nol di ng
may be provided in lieu of reinstalling old. New wood nol di ng
shal | be sane size, wood species, and finish as the existing.]

c. Sanding and Scraping: Sanding of wood floors is specified in
Section [09640A WOOD STRI P FLOORI NG [09641A HARDWOCOD PARQUET
FLOORI NG [09641N WOOD ATHLETI C FLOORI NG [09643N PORTABLE
( DEMOUNTABLE) WOOD FLOCORI NG [ 09654N WOOD PARQUET FLOORI NG .

Fl oors of oak or simlar open-grain wood shall be filled with wood
filler recomended by the finish manufacturer and the excess
filler renoved.

d. Final Cdeaning: After sanding, sweep and vacuum floors clean. Do
not wal k on floors thereafter until specified seal er has been
applied and is dry.

7.3 Interior Whod Surfaces, Stain Finish

Interior wood surfaces to receive stain shall be sanded. Cak and ot her
open-grain wood to receive stain shall be given a coat of wood filler not
| ess than 8 hours before the application of stain; excess filler shall be
renoved and the surface sanded snooth.

7.4 \Water Blasting of Existing Coated Wod Surfaces:

EE R R R R R R R R R E R R R R R R R R ERE R E R R R R R

NOTE: Require water blasting for existing wood

SECTI ON 09900 Page 37



surfaces only for architectural restoration work
where the cost is justified.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

Water bl asting shall be provided for the follow ng surfaces: | ].

a. Sanple Panel: Prior to the initial surface cleaning, water bl ast
a representative surface designated by the Contracting O ficer
Fi nal surface condition of remaining work shall be sinmlar to
sanpl e panel approved by the Contracting Oficer

b. Initial Surface deaning: Wter blasting shall consist of washing
surfaces to receive paint with a high pressure spray, to renove
| oose paint, dirt, and other foreign or deleterious nmaterials.
The wor ki ng pressure shall be between 2.8 and 4.8 MPa 400 and 700
pounds per square inch gage (psig) at a nozzle operating rate of a
mninmum75 liters per minute (I/mn) 20 gallons per mnute (g/mn.).

Do not flood vents or danage wi ndows and floors. If the pressure

specified will cause danmge to existing wood, advise the
Contracting O ficer and obtain permission to vary the pressure.
Direct the wash nozzle at the surface at an angle of approxinately
75 degrees with the surface and at a distance not greater than
1500 mm 5 feet to apply water pressure required to renove | oose
paint, dirt, chal king, and other foreign matter

c. Final Surface Ceaning: After allowing the surfaces to dry for a
m ni mum of 24 hours, renove remaining dirt, splinters, |oose
particles, disintegrated and | cose paint, grease, oil, and other
foreign matter fromthe surface

3.8  APPLI CATI ON

3.8.1 Coating Application

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Use the second bracket option when fire
protection sprinkler systens including valve,

pi pi ng, conduit, hangers and ot her m scell aneous
itens are to be painted

EE R R R R R R R R R R R R R R R R R R R R R R O R

Pai nting practices shall conply with applicable federal, state and | oca

| aws enacted to insure conpliance with Federal Clean Air Standards. Apply
coating materials in accordance with SSPC PA 1. SSPC PA 1 nethods are
applicable to all substrates, except as nodified herein

At the tinme of application, paint shall show no signs of deterioration.
Uni f or m suspensi on of pignments shall be nmintained during application

Unl ess ot herwi se specified or reconmended by the paint nmanufacturer, paint
may be applied by brush, roller, or spray. Rollers for applying paints and
enanel s shall be of a type designed for the coating to be applied and the
surface to be coated.
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Pai nts, except water-thinned types, shall be applied only to surfaces that
are conpletely free of npoisture as determ ned by sight or touch

Thoroughly work coating materials into joints, crevices, and open spaces.
Special attention shall be given to insure that all edges, corners,
crevices, welds, and rivets receive a filmthickness equal to that of

adj acent painted surfaces.

Each coat of paint shall be applied so dry filmshall be of uniform

t hi ckness and free fromruns, drops, ridges, waves, pinholes or other
voi ds, laps, brush marks, and variations in color, texture, and finish.
Hi di ng shall be conpl ete.

Touch up danmmged coatings before applying subsequent coats.[ Interior areas
shal | be broomclean and dust free before and during the application of
coating material.]

[Apply paint to new fire extinguishing sprinkler systens including valves,
pi pi ng, conduit, hangers, supports, m scellaneous netal work, and
accessories. Shield sprinkler heads with protective coverings while
painting is in progress. Renove sprinkler heads which have been painted
and replace with new sprinkler heads. For piping in unfinished spaces,
provide prinmed surfaces with one coat of red al kyd gl oss enanel to a
mnimmdry filmthickness of 0.025 nm 1.0 ml. Unfinished spaces include
attic spaces, spaces above suspended ceilings, crawl spaces, pipe chases,
nmechani cal equi pment room and space where walls or ceiling are not painted
or not constructed of a prefinished material. For piping in finished
areas, provide prime surfaces with two coats of paint to natch adjacent
surfaces, except provide valves and operating accessories with one coat of
red al kyd gl oss enanel. Upon conpletion of painting, renove protective
covering from sprinkler heads.]

a. Drying Tine: Alowtine between coats, as reconmended by the
coating manufacturer, to permt thorough drying, but not to
present topcoat adhesion problens. Provide each coat in specified
condition to receive next coat.

b. Priners, and Internediate Coats: Do not allow priners or
internedi ate coats to dry nore than 30 days, or |onger than
recommended by nanufacturer, before applying subsequent coats.
Fol | ow manufacturer's reconmendations for surface preparation if
prinmers or internediate coats are allowed to dry longer than
recommended by nmanufacturers of subsequent coatings. Each coat
shal | cover surface of preceding coat or surface conpletely, and
there shall be a visually perceptible difference in shades of
successi ve coats.

c. Finished Surfaces: Provide finished surfaces free fromruns,
drops, ridges, waves, |aps, brush nmarks, and variations in colors.

d. Thernosetting Paints: Topcoats over thernpbsetting paints (epoxies

and uret hanes) should be applied within the overcoati ng wi ndow
recommended by the nmanufacturer
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3.

e. Floors: [For nonslip surfacing on level floors, as the
internedi ate coat is applied, cover wet surface conpletely with
al mandite garnet, Git No. 36, with maxi num passing U S. Standard
Sieve No. 40 less than 0.5 percent. When the coating is dry, use
a soft bristle broomto sweep up excess grit, which may be reused,
and vacuum up renmi ni ng resi due before application of the
topcoat.] [For nonslip surfacing on ranps, provide MPI 77 with
non-skid additive, applied by roller in accordance with
manuf acturer's instructions.]

8.2 M xi ng and Thi nning of Paints

Reduce paints to proper consistency by adding fresh paint, except when
thinning is mandatory to suit surface, tenperature, weather conditions,
application nethods, or for the type of paint being used. Obtain witten
perm ssion fromthe Contracting Officer to use thinners. The witten
perm ssion shall include quantities and types of thinners to use.

When thinning is allowed, paints shall be thinned i nmediately prior to
application with not nore than [0.125 L] [1 pint] of suitable thinner per
[liter.] [gallon.] The use of thinner shall not relieve the Contractor
from obtaining conplete hiding, full filmthickness, or required gl oss.
Thi nning shall not cause the paint to exceed linmts on volatile organic
conpounds. Paints of different manufacturers shall not be m xed.

.8.3 Two- Conponent Syst ens

Two- conponent systens shall be mixed in accordance with nanufacturer's
instructions. Any thinning of the first coat to ensure proper penetration
and sealing shall be as reconmmended by the manufacturer for each type of
substrate.

.8.4 Coating Systens

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Delete Divisions fromthe Table listing bel ow
that are not required for the project.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

a. Systens by Substrates: Apply coatings that conformto the
respective specifications listed in the follow ng Tabl es:

Tabl e

Division 3. Exterior Concrete Paint Table

Division 4. Exterior Concrete Masonry Units Paint Table

Division 5. Exterior Metal, Ferrous and Non-Ferrous Paint Table

Division 6. Exterior Wod; Dressed Lunber, Paneling, Decking,
Shi ngl es Paint Table

Division 9 Exterior Stucco Paint Table

Division 10. Exterior Coth Coverings and Bitum nous Coated
Surfaces Paint Table

Division 3. Interior Concrete Paint Table
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Division 4. |Interior Concrete Masonry Units Paint Table
Division 5. Interior Metal, Ferrous and Non-Ferrous Paint Table
Division 6. |Interior Wod Paint Table

Division 9: Interior Plaster, Gypsum Board, Textured Surfaces

Pai nt Tabl e

M ni mum Dry Film Thi ckness (DFT): Apply paints, priners,
var ni shes, enanels, undercoats, and other coatings to a m ni num
dry filmthickness of 0.038 mnm 1.5 m| each coat unless specified
otherwise in the Tables. Coating thickness where specified,
refers to the mininumdry filmthickness.

Coatings for Surfaces Not Specified Otherw se: Coat surfaces
whi ch have not been specified, the sane as surfaces having simlar
conditions of exposure.

Exi sting Surfaces Damaged During Performance of the Wrk
I ncl uding New Patches I n Existing Surfaces: Coat surfaces with
the foll ow ng:

(1) One coat of priner.

(2) One coat of undercoat or internediate coat.

(3) One topcoat to match adjacent surfaces.

Exi sting Coated Surfaces To Be Painted: Apply coatings conformng
to the respective specifications listed in the Tabl es herein,
except that pretreatnents, sealers and fillers need not be

provi ded on surfaces where existing coatings are soundly adhered
and in good condition. Do not omt undercoats or priners.

3.9 COATI NG SYSTEMS FOR METAL

Apply coatings of Tables in Division 5 for Exterior and Interior

a.

Apply specified ferrous netal priner on the sane day that surface
is cleaned, to surfaces that neet all specified surface
preparation requirenents at tine of application

I naccessi ble Surfaces: Prior to erection, use one coat of
specified priner on netal surfaces that will be inaccessible after
erection.

Shop-prinmed Surfaces: Touch up exposed substrates and danaged
coatings to protect fromrusting prior to applying field priner.

Surface Previously Coated with Epoxy or Urethane: Apply MPI 101
0.038 MM 1.5 nils DFT inmediately prior to application of epoxy or
ur et hane coati ngs.

Pi pes and Tubing: The semitransparent filmapplied to sone pipes

and tubing at the mlIl is not to be considered a shop coat, but
shal |l be overcoated with the specified ferrous-netal priner prior
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to application of finish coats.

f. Exposed Nails, Screws, Fasteners, and M scel |l aneous Ferrous
Surfaces. On surfaces to be coated with water thinned coatings,
spot prine exposed nails and other ferrous netal with [atex prinmer
MPI 107.

.10 COATI NG SYSTEMS FOR CONCRETE AND CEMENTI Tl QUS SUBSTRATES
Apply coatings of Tables in Division 3, 4 and 9 for Exterior and Interior
.11 COATI NG SYSTEMS FOR WOOD AND PLYWOOD

a. Apply coatings of Tables in Division 6 for Exterior and Interior

b. Prior to erection, apply two coats of specified priner to treat
and prinme wood [and pl ywood] surfaces which will be inaccessible
after erection.

c. Apply stains in accordance with manufacturer's printed
i nstructions.

[d. Wbod Floors to Receive Natural Finish: Thin first coat 2 to 1
usi ng thinner recommended by coating nmanufacturer. Apply al
coatings at rate of 30 square neters per 4 liters 300 to 350
square feet per gallon. Apply second coat not |ess than 2 hours
and not over 24 hours after first coat has been applied. Apply
with | anbs wool applicators or roller as reconmended by coating
manufacturer. Buff or lightly sand between internediate coats as
recommended by coating nmanufacturer's printed instructions.]

.12 Pl PI NG | DENTI FI CATI ON

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: If pipe marking is to be covered in the
mechani cal section, delete this paragraph

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Pi pi ng Identification, Including Surfaces In Conceal ed Spaces: Provide in
accordance with [ML-STD 101][ANSI Al13.1]. Place stenciling in clearly
visible locations. On piping not covered by [ML-STD 101][ ANSI A13.1],
stenci| approved nanes or code letters, in letters a mninmmof 13 mm1/2
inch high for piping and a mininumof 50 nm 2 inches high el sewhere.

Stencil arrow shaped nmarkings on piping to indicate direction of flow using
bl ack stencil paint.

.13 | NSPECTI ON AND ACCEPTANCE

In addition to nmeeting previously specified requirenents, denonstrate

nobi lity of noving conponents, including swinging and sliding doors,

cabi nets, and wi ndows with operable sash, for inspection by the Contracting
Oficer. Performthis denonstration after appropriate curing and drying
times of coatings have el apsed and prior to invoicing for final paynent.
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3.

14 PAI NT TABLES

All DFT's are m ni num val ues.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Elimnate paint systens and gl oss |levels from
the paint tables below that are not to be used for
this project.

EE R R R R R R R R R R R R R R R R R R R R R I R

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: As guidance in selection of coating systens
in the Paint Tables, VOC conpliant materials nay be
sel ected, based on:

1. Regional air quality regulations for the site
| ocati on,

2. The applicable rule, and
3. Any specialty or exenption category.
Envi ronnmental | y acceptabl e coatings may be further

ensured by avoi di ng hazardous naterials and
including, as a mininum requirenents in purchase

order or bill of naterials to prohibit coatings
containing materials listed in paragraph entitled
"Environmental Protection." ACGEH Al confirned

human car ci nogens i ncl ude asbestos, benzene,
chromates, and coal tar. ACGEH A2 suspected hunan
car ci nogens include cadm um and certain chronates.

Speci fy new gal vani zed steel, in appropriate
section, to be w thout hexaval ent chrom um stain
i nhi bitors.

Where only topcoating for cosnetic purposes is
required, a conpatible topcoat that hides substrate
shoul d be selected. There are proposed rules
limting VOC content in states other than

California. These rules are for architectural and

i ndustrial nmintenance paints and coatings. Check

| ocal and State regul ati ons concerning all owabl e VOC
limts. The nbst stringent govern

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: doss levels are defined by MPI as foll ows:

d oss Description Units

Units

Level @ 60 degrees @
85 degrees

Gl Matte or Flat 0to 5
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10 max

Q2 Vel vet 0 to 10 10 to
35

&3 Eggshel | 10 to 25 10 to 35
4 Satin 20 to 35 35
mn

(€3] Sem -d oss 35 to 70

6 d oss 70 to 85

Gr7 H gh d oss

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

3.14.1 EXTERI OR PAI NT TABLES

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: (DI VISION 3: EXTERI OR CONCRETE PAI NT TABLE)

For applications of high-build glaze finishes over
concrete masonry units requiring block filler that
neets resistance to wind-driven rain or resistance
to hydrostatic pressure, specify filler materials
and applications of Section 09963, "Hi gh-Build d aze
Coating."

(Substrates B and C). Except for new cast-in-place
concrete walls in Iceland, use MPl 10, MPl 11, or
MPI 119. Use MPI 42, for accent panels, specia
effect, or ceilings.

Color: Main reason for painting concrete and stucco
is to obtain desired color. Before specifying paint
systens, coordinate with other specification
sections to confirmthat concrete does not have
speci al waterproof finish or applied, colored
cenentitious finish and that stucco does not have
color pignent integral with nx.

Do not use MPI 10, MPI 11, or MPI 119 on new
cast-in-place concrete wall surfaces in Icel and.
Specify "steinakryl" which is a sol vent-borne
acrylic paint applied to vertical or near vertical
cast-in-place concrete walls. The wall top should
be protected by cap or by conbination of clear
penetrating waterproofing solution and "steinakryl"
called, "Steinvari 2000." These products are
acceptabl e and available to the Iceland Prine
Contractor.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

DIl VI SI ON 3: EXTERI OR CONCRETE PAI NT TABLE
A. [New and uncoated existing] [and Existing, previously painted] concrete;

vertical surfaces, including undersides of balconies and soffits but
excl udi ng tops of sl abs:
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DI VI SION 3: EXTERI OR CONCRETE PAI NT TABLE

1.

[ Lat ex

[New;, MPI EXT 3.1A-& (Flat) / Existing; MPI REX 3.1A-& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 10 MPI 10 MPI 10

System DFT: 3.5 mils 88 m crons]

[ New, MPI EXT 3.1A-Gb (Semigloss) / Existing; MPI EXT 3.1A-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 11 MPI 11 MPI 11

System DFT: 3.5 mils 88 m crons]

[ New, MPI EXT 3.1A- &6 (doss) / Existing; MPI REX 3.1A-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 119 MPI 119 MPI 119

System DFT: 3.5 mils 88 m crons]

Priner as recommended by manufacturer. Topcoat: Coating to natch adjacent
surfaces. ]

B.

[ New and uncoated existing] [and Existing, previously painted] concrete,

textured systenm vertical surfaces, including undersides of bal conies and
soffits but excluding tops of slabs:

1.

C.
el

[ Lat ex Aggregate

[ New;, MPI EXT 3.1B-& (Flat) / Existing; MPI REX 3.1B-& (Fl at)
Priner: I nt er nedi at e: Topcoat :

MPI 42 MPI 10 MPI 10

System DFT: Per Manufacturer]

[ New;, MPI EXT 3.1B-Gb (Semigloss) / Existing; MPI REX 3.1B-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 42 MPI 11 MPI 11

System DFT: Per Manufacturer]

[ New;, MPI EXT 3.1B- &5 (doss) / Existing; MPI REX 3.1B-G5 (d o0ss)
Priner: I nt er nedi at e: Topcoat :

MPI 42 MPI 119 MPI 119

System DFT: Per Manufacturer]

Texture - [Fine] [Medium [Coarse]. Surface preparation and nunber of
coats in accordance with nmanufacturer's instructions. Topcoat: Coating
to match adj acent surfaces.]

[ New and uncoated existing] [and Existing, previously painted] concrete,
astoneric System vertical surfaces, including undersides of bal conies

and soffits but excluding tops of sl abs:

1.

[ El astoneric Coating

New, MPI EXT 3.1F / Existing; MPI REX 3.1F
Priner: I nt er nedi at e: Topcoat :
Per Manuf act urer MPI 113 MPI 113
System DFT: 16 mils 400 nicrons
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DI VI SION 3: EXTERI OR CONCRETE PAI NT TABLE

D.

1.

E.

1.

Priner as reconmended by manufacturer. Topcoat: Coating to match
adj acent surfaces. Surface preparation and nunber of coats in accordance
with manufacturer's instructions.

NOTE: Apply sufficient coats of MPI 113 to achieve a mininmumdry film
t hi ckness of 16 mils 400 mcrons.]

[ New and uncoated existing] [and Existing, previously painted] concrete:

wal I s and bottom of swi mi ng pool s.

[ Chl ori nated Rubber

New, / EXisting;

Priner: I nt er nedi at e: Topcoat :

SSPC Pai nt 18 SSPC Pai nt 18 SSPC Pai nt 18
System DFT: Per Manufact urer

NOTE: Thin first coat (primer) with 1 part of approved thinner to 4
parts of paint by vol une.]

[ New] [and Existing] Cenentitious conposition board (including Asbestos

cenment board):

[ Lat ex

[ New;, MPI EXT 3.3A-GL (Flat) /Existing; MPI REX 3.3A-GL (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 10 MPI 10 MPI 10

System DFT: 4.5 mils 112 mcrons]

[ New, MPI EXT 3.3A-Gb (Semigloss) / Existing; MPI REX 3.3A-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 11 MPI 11 MPI 11

System DFT: 4.5 mls 112 mcrons]

[ New;, MPI EXT 3.3A-&6 (doss) / Existing; MPI REX 3.3A- G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 119 MPI 119 MPI 119

System DFT: 4.5 mls 112 mcrons]

Topcoat: Coating to match adjacent surfaces.]

EE R R R R R R R R R E R R R R R R R R R R E R R R R R R O R

NOTE: (DI VISION 4: EXTERI OR CONCRETE MASONRY UNI TS
PAI NT TABLE). For applications of high-build glaze
finishes over concrete masonry units requiring block
filler that nmeets resistance to wind-driven rain or
resistance to hydrostatic pressure, specify filler
materi al s and applications of Section 09963,

"Hi gh-Build d aze Coating."

Color: Main reason for painting concrete masonry is

to obtain desired color. Before specifying paint
systens, coordinate with other specification
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sections to confirmthat concrete nmasonry does not
have speci al waterproof finish or applied, colored
cenentitious finish and that it does not have col or
pignent integral with mx.

EE R R R R R R R R R R R R R R R R I R R R R I R
DI VI SION 4: EXTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE

A. [New] [and Existing] concrete masonry on uncoated surface:

1. [Latex
[ New, MPI EXT 4.2A-GL (Flat) / Existing; MPI REX 4.2A-GlL (Fl at)
Bl ock Filler: Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 10 MPI 10

System DFT: 11 mils 275 m crons]

[ New, MPI EXT 4.2A- G (Semigloss) / Existing; MPI REX 4.2A-G5 (Seni gl oss)
Bl ock Filler: Priner: I nt er nedi at e: Topcoat :

MPI 4 N A MPI 11 MPI 11
System DFT: 11 mils 275 m crons]

[ New, MPI EXT 4.2A- & (d oss) / Existing; MPI REX 4.2A-G (d oss)

Bl ock Filler: Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 119 MPI 119
System DFT: 11 mils 275 m crons]

Topcoat: Coating to match adjacent surfaces.]

B. [New] [and Existing] concrete nasonry, textured system on uncoated
surface:

1. [Latex Aggregate
[ New, MPI EXT 4.2B-GlL (Flat) / Existing; MPI REX 4.2B-GlL (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 42 MPI 42 MPI 10
System DFT: Per Manufacturer]

[ New, MPI EXT 4.2B-G (Semigloss) / Existing; MPI REX 4.2B-G (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 42 MPI 42 MPI 11

System DFT: Per Manufacturer]

[ New, MPI EXT 4.2B- & (d oss) / Existing; MPI REX 4.2B-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 42 MPI 42 MPI 119

System DFT: Per Manufacturer]

Texture - [Fine] [Medium [Coarse]. Surface preparation and nunber of
coats in accordance with nanufacturer's instructions. Topcoat: Coating
to match adj acent surfaces.]

C. [New] [and Existing] concrete nmasonry, elastoneric system on uncoated

surface:
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DI VISION 4: EXTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE

1. [Elastoneric Coating
New, MPI EXT 4.2D / Existing; MPI REX 4.2D
Priner: I nt er nedi at e: Topcoat :
Per Manuf acturer MPI 113 MPI 113
System DFT: 16 mils 400 nicrons

Priner as recommended by manufacturer. Topcoat: Coating to match
adj acent surfaces. Surface preparation and nunber of coats in
accordance with manufacturer's instructions.

NOTE: Apply sufficient coats of MPI 113 to achieve a minimumdry film
t hi ckness of 16 mils 400 mcrons.]

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: DIVISION 5: EXTERI OR METAL, FERROUS AND
NON- FERROUS PAI NT TABLE

(Substrate C). Use MPI 72 in severe environnents
for a durable, glossy appearance. Use | atex systens
where MPI 20, MPI 101, or MPl 108 is not all owed.

MPI 72, urethane is allowed in California. For

sel ection of top coats, use the first bracket option
for geographic areas that do not have harsh

envi ronnmental conditions. Use the second bracket
option for areas that have harsh corrosive

envi ronment s.

(Substrates F and G. For overcoating existing
al kyd, latex or epoxy systens refer to Eval uation
Section of MPI Repaint Manual

(Substrate F). In the first bracket option, select
appropriate top coat. Use first top coat option
for geographic areas that do not have harsh
environnental conditions. Use the second top coat
option for areas that have harsh, corrosive

envi ronment s.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

EE R R R R R R R R R E R R R R R R R R R R E R R R R R R O R

DI VISION 5: EXTERI OR METAL, FERROUS AND NON- FERROUS
PAI NT TABLE

(Substrate K, L, and M. Heat Resistant Paints nay
require a high heat cure cycle to achieve proper
cure. Curing requirenments should be determ ned
before specifying so that the supplier will be aware
of requirenents.

(Substrate K and L). Consider hot dip gal vani zi ng,
al umi numnetal li zing, and zinc netallizing

SECTI ON 09900 Page 48



alternatives to the specified coating systens.

(Substrate M. Consider alum numnetallizing
alternative to the specified coating system

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

DIVISION 5: EXTERI OR METAL, FERROUS AND NON- FERROUS PAI NT TABLE
STEEL / FERROUS SURFACES

A. New Steel that has been hand or power tool cleaned to SSPC SP 2 or
SSPC SP 3

1. [A kyd
[ New;, MPI EXT 5.1Q G5 (Semigloss) Existing; MPI REX 5.1D G5
Priner: I nt er nedi at e: Topcoat :
MPI 23 MPI 94 MPI 94

System DFT: 5.25 nmils 131 m crons]

[ New;, MPI EXT 5.1Q- & (doss) / Existing; MPI REX 5. 1D G6
Priner: I nt er nedi at e: Topcoat :

MPI 23 MPI 9 MPI 9

System DFT: 5.25 mils 131 mcrons]]

B. New Steel that has been bl ast-cleaned to SSPC SP 6:

2. [Alkyd
[ New, MPI EXT 5.1D- G5 (Semigloss) / Existing; MPI REX 5.1D G5
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 94 MPI 94

System DFT: 5.25 nmils 131 m crons]

[ New;, MPI EXT 5.1D-G (d oss) / Existing; MPI REX 5. 1D G6
Priner: I nt er nedi at e: Topcoat :

MPI 79 MPI 9 MPI 9

System DFT: 5.25 mils 131 mcrons]]

C. Existing steel that has been spot-blasted to SSPC SP 6:
1. [Surface previously coated with al kyd or | atex:

[Wat erborne Light Industrial Coating

MPI REX 5.1C G5 (Seni gl oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 79 MPI 110- G5 MPI 110- G5
System DFT: 5 mils 125 m crons]

[MPI REX 5.1C- &6 (d oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 79 MPI 110-G6 MPI 110-G6
System DFT: 5 mils 125 microns]]

2. [Surface previously coated with epoxy:
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STEEL / FERROUS SURFACES
[ Wat er bor ne Li ght

I ndustri al
a. MPI REX 5.1L-Gb (Semi gl oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 101 MPI 110- G5 MPI 110- G5
System DFT: 5 mils 125 mcrons]

[MPI REX 5.1L-G6 (d oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 101 MPI 110-G6 MPI 110-G6

System DFT: 5 mils 125 m crons]

[ Pi gment ed Pol yur et hane

b. MPI REX 5.1H G6 (d o0ss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 72
System DFT: 8.5 nils 212 mcrons]]
D. New [and existing] steel blast cleaned to SSPC SP 10:

1. [Waterborne Light Industrial
[ MPI EXT 5.1R- G5 (Semi gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 110- G5
System DFT: 8.5 mils 212 mcrons]
[MPI EXT 5.1R- &6 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 110-G6
System DFT: 8.5 nils 212 mcrons]]

2. [Pignented Pol yurethane

MPI EXT 5.1J-G5 (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 72
System DFT: 8.5 mils 212 mcrons]

E. Metal floors (non-shop-prined surfaces or non-slip deck surfaces) with
non-skid additive (NSA), |load at manufacturer's reconmendations.:

1. [A kyd Fl oor Enanel
MPI EXT 5.1S-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 27 MPI 27 (+NSA)
System DFT: 5.25 mils 131 m crons]

EXTERI OR GALVANI ZED SURFACES
F. New Gal vani zed surfaces:
1. [Cenentitious priner / Latex
[MPI EXT 5.3A-GL (Flat)

Priner: I nt er nedi at e: Topcoat :
MPI 26 MPI 10 MPI 10
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EXTERI OR GALVANI ZED SURFACES
System DFT: 4.5 mls 112 mcrons]

[ MPI EXT 5.3A-G5 (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 26 MPI 11 MPI 11
System DFT: 4.5 mls 112 mcrons]

[ MPI EXT 5.3A-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 26 MPI 119 MPI 119
System DFT: 4.5 nils 112 mcrons]]

2. [Waterborne Prinmer / Latex
[MPI EXT 5.3HGL (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 134 MPI 10 MPI 10
System DFT: 4.5 mils 112 mcrons]

[ MPI EXT 5.3H G5 (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 134 MPI 11 MPI 11
System DFT: 4.5 mils 112 mcrons]

[MPI EXT 5.3H G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 134 MPI 119 MPI 119
System DFT: 4.5 nils 112 mcrons]]

3. [Waterborne Prinmer / Waterborne Light Industrial Coating
[ MPI EXT 5.3J-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 134 MPI 110- G5 MPI 110- G5
System DFT: 4.5 mls 112 mcrons]

[ MPI EXT 5.3J-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 134 MPI 110-G6 MPI 110-G6
System DFT: 4.5 nils 112 mcrons]]

4. [Epoxy Primer / Waterborne Light Industrial Coating
[ MPI EXT 5.3K-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 110- G5 MPI 110- G5
System DFT: 5 mils 125 mcrons]

[ MPI EXT 5.3K-G6 (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 110-G6 MPI 110-G6
System DFT: 5 mils 125 microns]]

5. [Pignented Pol yurethane

MPI EXT 5.3L-G56 (d oss)
Priner: I nt er nedi at e: Topcoat :
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EXTERI OR GALVANI ZED SURFACES

MPI 101 N A MPI 72
System DFT: 5 mils 125 mcrons]
G @l vani zed surfaces with slight coating deterioration; little or no
rusting:
1. [Waterborne Light Industrial Coating
MPI REX 5.3J-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 134 N A MPI 110- G5
System DFT: 4.5 mils 112 mcrons]
2. [Pignented Pol yurethane
MPI REX 5.3D G5 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 N A MPI 72
System DFT: 5 mils 125 mcrons]
H. Gl vani zed surfaces with severely deteriorated coating or rusting:
1. [Waterborne Light Industrial Coating
[ MPI REX 5. 3L- G5( Seni gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 110- G5
System DFT: 8.5 mils 212 mcrons]
[ MPI REX 5. 3L-G6(d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 110-G6
System DFT: 8.5 nils 212 mcrons]]
2. [Pignented Pol yurethane
MPI REX 5. 3K- G5(d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 101 MPI 108 MPI 72
System DFT: 5 mils 125 m crons]
EXTERI OR SURFACES, OTHER METALS ( NON- FERROUS)
I.  Aumnum alumnumalloy and other m scell aneous non-ferrous netal itens
not ot herw se specified except hot metal surfaces, roof surfaces, and new

prefini shed equi prent.

1. [Al kyd

[MPl EXT 5.4F-GL (Flat)

Primer: I nt er nedi at e:
MPI 95 MPI 8

System DFT: 5 mils 125 m crons]
[ MPI EXT 5.4F- G5 (Sem gl oss)

I nt er nedi at e:
VPl 94

Priner:
MPI 95

SECTI ON 09900
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Topcoat :
WPl 8

Topcoat :
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EXTERI OR SURFACES, OTHER METALS ( NON- FERROUS)

System DFT: 5 mils 125 mcrons]

[ MPI EXT 5.4F- G (d oss)

SECTI ON 09900
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Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 9 MPI 9
System DFT: 5 mils 125 microns]]

2. [Waterborne Light Industrial Coating
[ MPI EXT 5.4G G3(Eggshel I)
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 110- G3 MPI 110- G3
System DFT: 5 mils 125 mcrons]
[ MPI EXT 5.4G G5( Seni gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 110- G5 MPI 110- G5
System DFT: 5 mils 125 mcrons]
[ MPI EXT 5.4G G6(d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 110-G6 MPI 110-G6
System DFT: 5 mils 125 microns]]

I. Existing roof surfaces previously coated:

1. [Alum num Pi gnmented Asphalt Roof Coating
ASTM D 2824: Sufficient coats to provide not |ess than 200 microns 8 mls
of finished coating system (w thout asbestos fibers).]

2. [ Al um num Pai nt
MPI REX 10.2D
Priner: I nt er nedi at e: Topcoat :
MPI 107 MPI 1 MPI 1
System DFT: 3.5 mils 88 m crons]

J. Surfaces adjacent to painted surfaces; [Mechanical,] [Electrical,] [Fire
extingui shing sprinkler systems including valves, conduit, hangers,
supports, ][ exposed copper piping,] [and m scellaneous netal itens] not
ot herwi se specified except floors, hot netal surfaces, and new prefinished
equi pnent. Match surroundi ng finish:

1. [A kyd
[MPI EXT 5.1D-GL (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 8 MPI 8
System DFT: 5.25 mils 131 m crons]
[ MPI EXT 5.1D- G5 (Semi gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 94 MPI 94
System DFT: 5.25 mils 131 m crons]
[MPI EXT 5.1D- G (d oss)



EXTERI OR SURFACES, OTHER METALS ( NON- FERROUS)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 9 MPI 9
System DFT: 5.25 mils 131 mcrons]]

2. [Waterborne Light Industrial Coating
[ MPI EXT 5.1C G3(Eggshel I)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 110- G3 MPI 110- G3
System DFT: 5 mils 125 mcrons]

[ MPI EXT 5. 1C G5( Seni gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 110- G5 MPI 110- G5
System DFT: 5 mils 125 mcrons]

[ MPI EXT 5.1C G6(d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 110-G6 MPI 110-G6
System DFT: 5 mils 125 microns]]

K. Hot netal surfaces [including snokestacks] subject to tenperatures up to
205 degrees C (400 degrees F):

1. [Heat Resistant Enanel

MPI EXT 5. 2A
Priner: I nt er nedi at e: Topcoat :
MPI 21 Surface preparation and nunber of coats per

manuf acturer's instructions.
System DFT: Per Manufacturer]

L. Ferrous netal subject to high tenperature, up to 400 degrees C (750
degrees F):

1. [Inorganic Zinc R ch Coating

MPI EXT 5.2C
Priner: I nt er nedi at e: Topcoat :
MPI 19 Surface preparation and nunber of coats per

manuf acturer's instructions.
System DFT: Per Manufacturer]

2. [Heat Resistant Al um num Enanel
MPI EXT 5.2B (Al umi num Fi ni sh)
Priner: I nt er nedi at e: Topcoat :
MPI 2 Surface preparation and nunber of coats per
manuf acturer's instructions.
System DFT: Per Manufacturer]

M [ New surfaces and] [Existing surfaces] namde bare cleaning to SSPC SP 10
subject to tenperatures up to 593 degrees C (1100 degrees F):

1. [Heat Resistant Coating

MPI EXT 5.2D
Priner: I nt er nedi at e: Topcoat :
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EXTERI OR SURFACES, OTHER METALS ( NON- FERROUS)
MPI 22 Surface preparation and nunber of coats per
manufacturer's instructions.
System DFT: Per Manufacturer]

DI VISION 6: EXTERI OR WOOD;, DRESSED LUMBER, PANELI NG DECKI NG SHI NGLES PAI NT
TABLE

A.  New [and Existing, uncoated] Dressed |unber, Wod and plywood, trim
[including top, bottom and edges of doors] not otherw se specified:

1. [A kyd
[ MPI EXT 6.3B-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 94 MPI 94
System DFT: 5 mils 125 mcrons]
[ MPI EXT 6.3B-G6 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 9 MPI 9
System DFT: 5 mils 125 microns]]

2. [Latex
[MPI EXT 6.3A-GL (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 10 MPI 10
System DFT: 5 mils 125 mcrons]
[ MPI EXT 6.3A-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 11 MPI 11
System DFT: 5 mils 125 mcrons]
[ MPI EXT 6.3A-G (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 119 MPI 119
System DFT: 5 mils 125 microns]]

3. [Waterborne Solid Color Stain
MPI EXT 6. 3K
Priner: I nt er nedi at e: Topcoat :
MPI 7 MPI 16 MPI 16
System DFT:  4.25 nmils 106 m crons]

B. Existing, dressed |unber, Wod and pl ywood, trim [including top, bottom
and edges of doors] previously coated with an alkyd / oil based finish
coat not otherw se specified:

1. [A kyd
[ MPI REX 6. 3B-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 5 MPI 94 MPI 94

System DFT: 5 mils 125 mcrons]
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DI VI SI ON 6:
TABLE

[MPI REX 6.3B-G (d oss)

Priner: I nt er nedi at e:

MPI 5 MPI 9

System DFT: 5 mils 125 microns]]
2. [Latex

[MPI REX 6.3A-GL (Flat)

Priner: I nt er nedi at e:

MPI 5 MPI 10

System DFT: 5 mils 125 mcrons]

[ MPI REX 6.3A-G5 (Semi gl oss)

Pri mer: I nt er medi at e:
MPI 5 MPI 11
System DFT: 5 mils 125 mcrons]

[MPI REX 6.3A-G (d oss)

Priner: I nt er nedi at e:
MPI 5 MPI 119
System DFT: 5 mils 125 microns]]

C. Existing, dressed | unber,

EXTERI OR WOCD; DRESSED LUMBER, PANELI NG DECKI NG SHI NGLES PAI NT

Topcoat :
MPI 9

Topcoat :
WPl 10

Topcoat :
VPl 11

Topcoat :
MPI 119

Wbod and plywood, trim [including top, bottom

and edges of doors] previously coated with a latex / waterborne finish coat

not ot herw se specified:

1. [Latex
[MPI REX 6.3L-GL (Flat)
Spot Pri ner: I nt er nedi at e:
MPI 6 MPI 10
System DFT: 4.5 mls 112 mcrons]

[ MPI REX 6. 3L-Gb5 (Semi gl oss)

Spot Pri ner: I nt er nedi at e:
MPI 6 MPI 11
System DFT: 4.5 mls 112 mcrons]

[MPI REX 6.3L-G6 (d oss)

Spot Pri ner: I nt er nedi at e:
MPI 6 MPI 119
System DFT: 4.5 nils 112 mcrons]]

2. [Waterborne Solid Color Stain
MPI REX 6. 3K (Stain)

Spot Pri ner: I nt er nedi at e:
MPI 6 MPI 16
System DFT: 4 mils 100 mcrons]

D. New, Uncoated wood siding:

1. [Sem -Transparent Stain
MPI EXT 6. 3D

SECTI ON 09900

Topcoat :
WPl 10

Topcoat :
VPl 11

Topcoat :
MPI 119

Topcoat :
MPl 16
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DI VISION 6: EXTERI OR WOOD; DRESSED LUMBER, PANELI NG DECKI NG SHI NGLES PAI NT
TABLE

Spot Pri ner: I nt er nedi at e: Topcoat :

N A MPI 13 MPI 13

System DFT: N A]

E. Existing, previously stai ned wood sidi ng:

1. [Latex
[ MPI REX 6.2K-GL (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 5 MPI 10 MPI 10

System DFT: 4.5 mils 112 mcrons]
[ MPI REX 6. 2K- G5 (Semi gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 5 MPI 11 MPI 11
System DFT: 4.5 nils 112 mcrons]]
F. Existing Uncoated or previously semitransparent stained wood siding:

1. [Senm -Transparent Stain

MPI REX 6. 3D
Spot Pri ner: I nt er nedi at e: Topcoat :
N A MPI 13 MPI 13

System DFT: Per Manufacturer]

G Wod: [Steps], [platforns], [floors of open porches], and | ] [with
non-skid additive (NSA), |load at manufacturer's reconmendations.]:

1. [Latex Fl oor Paint
[ MPI EXT 6.5A-& (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 5 MPI 60 [ +NSA] MPI 60 [ +NSA]
System DFT: 4.5 mls 112 mcrons]

[ MPI EXT 6.5A-G6 (d oss)

Priner: I nt er nedi at e: Topcoat :

MPI 5 MPI 68 [ +NSA] MPI 68 [ +NSA]
System DFT: 4.5 nils 112 mcrons]]

2. [Al kyd Fl oor Paint
[MPI EXT 6.5B-& (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 59 MPI 59 [ +NSA] MPI 59 [ +NSA]
System DFT: 5 mils 125 m crons]

[ MPI EXT 6.5B-G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 27 MPI 27 [ +NSA] MPI 27 [ +NSA]
System DFT: 5 mils 125 microns]]

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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NOTE: (DIVI

SION 9: EXTERI OR STUCCO PAI NT TABLE)

Color: Main reason for painting stucco is to obtain
desired color. Before specifying paint systens,
coordinate with other specification sections to

confirmthat

stucco does not have special waterproof

finish or applied, colored cenentitious finish and

t hat stucco
with nx.

does not have col or pignment integra

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

DI VISION 9: EXTERI OR STUCCO PAI NT TABLE

[ New] [and Exi sting]

1. [Latex

st ucco:

[New, MPI EXT 9.1A-Gl (Flat) / Existing; MPl REX 9.1A-G2 (Flat)

Pri mer:
MPI 10
System DFT: 4.5 nil

I nt er nedi at e: Topcoat :
MPI 10 MPI 10
s 112 mcrons]

[ New, MPI EXT 9.1A-Gb (Semigloss) / Existing; MPI REX 9.1A-G5 (Seni gl oss)

Pri mer:
MPI 11
System DFT: 4.5 nil

I nt er nedi at e: Topcoat :
MPI 11 MPI 11
s 112 mcrons]

[ New, MPI EXT 9.1A- & (doss) / Existing; MPI REX 9.1A-G5 (d oss)

Pri mer:
MPI 119
System DFT: 4.5 nil

Priner as reconmende
adj acent surfaces.
condi tion.]

[ New] [and Exi sting]

1. [Elastoneric Coating
New, MPI EXT 9.1C /
Primer:

N A
System DFT: 16 mls

Pri mer as recommende
adj acent surfaces.
manuf acturer's instr

NOTE: Apply sufficien

I nt er nedi at e: Topcoat :
MPI 119 MPI 119
s 112 mcrons]

d by manufacturer. Topcoat: Coating to natch
On existing stucco, apply prinmer based on surface

stucco, el astoneric system

Exi sting; MPI REX 9.1C

I nt er nedi at e: Topcoat :
MPI 113 MPI 113
400 microns

d by manufacturer. Topcoat: Coating to natch
Surface preparation and # of coats in accordance with
uctions).

t coats of MPI 113 to achieve a minimumdry film

t hi ckness of 16 mils 400 mcrons.]
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DI VI SION 10: EXTERI OR CLOTH COVERI NGS AND BI TUM NOUS CCOATED SURFACES PAI NT
TABLE

A. Insulation and surfaces of insulation coverings (canvas, cloth, paper):
(I'nterior and Exterior Applications)

1. [Latex
[ MPI EXT 10.1A-GL (Flat)
Priner: I nt er nedi at e: Topcoat :
N A MPI 10 MPI 10

System DFT: 3.2 mls 80 m crons]

[ MPI EXT 10. 1A- G5 (Seni gl oss)

Priner: I nt er nedi at e: Topcoat :
N A MPI 11 MPI 11
System DFT: 3.2 mils 80 m crons]

[ MPI EXT 10. 1A-G5 (d oss)

Priner: I nt er nedi at e: Topcoat :
N A MPI 119 MPI 119
System DFT: 3.2 mls 80 m crons]

Topcoat: Coating to match adjacent surfaces.]

3.14.2 | NTERI OR PAI NT TABLES

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Consider |atex paint options for occupied
bui | di ngs and where strong odors woul d be

obj ectional. Were allowable, consider eggshell or
sem gl oss enanel in lieu of flat paint for areas
subject to soiling where gloss is not desired.

For existing surfaces with al kyd enanel coating, do
not specify latex paint which does not bond well to
enanel .

(Division 3: Interior Concrete Paint Table).

(Substrate B). For hiding inperfections in new
concrete ceilings. Do not specify in wet or humd
areas or for previously painted surfaces.

(Substrate C). List other high hum dity areas
requiring enanel finishes. For tile-like finishes,
filler materials, and applications, refer to Section
09963, "Hi gh-Build daze Coating." These high
performance coatings are nornally used to neet
exposure-resistant requirenents and can be applied
to wood, netal, and concrete substrates.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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DI VI SION 3: | NTERI OR CONCRETE PAI NT TABLE

A

[ New and uncoated existing] [and Existing, previously painted] Concrete,

vertical surfaces, not specified otherw se:

1.

[ Lat ex

[New;, MPI INT 3.1A-& (Flat) / Existing; MPI RIN 3.1A-& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 44 MPI 44

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 3.1A-G&3 (Eggshell) / Existing; MPI RIN 3.1A-G& (Eggshell)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 52 MPI 52

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 3.1A-G (Semigloss) / Existing; MPI RIN 3.1A-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 54 MPI 54

System DFT: 4 nmils 100 microns]]

[ Hi gh Performance Architectural Latex

[New;, MPI INT 3.1CG®& (Flat) / Existing; MPI RIN 3.1J-& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 138 MPI 138

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 3.1C- &3 (Eggshell) / Existing; MPI RIN 3.1J-G (Eggshell)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 139 MPI 139

System DFT: 4 mils 100 mcrons]

[New;, MPI INT 3.1C & (satin)/ Existing; MPI RIN 3.1J-G4
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 140 MPI 140

System DFT: 4 mils 100 mcrons]

[New;, MPI INT 3.1C- G (Semigloss) / Existing; MPIl RIN 3.1J-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 141 MPI 141

System DFT: 4 nmils 100 microns]]

[Institutional Low CQdor / Low VOC Latex

[New;, MPI INT 3. 1M & (Flat) / Existing; MPI RIN 3.1L-& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 144 MPI 144

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 3.1M & (Eggshell) / Existing; MPI RIN 3.1L-G& (Eggshell)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 145 MPI 145

System DFT: 4 mils 100 mcrons]
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DI VISION 3: | NTERI OR CONCRETE PAI NT TABLE
[New; MPI INT 3. 1M & (satin)/ Existing; MPI RIN 3.1L-G4
Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 146 MPI 146
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 3. 1M G (Semigloss) / Existing; MPl RIN 3.1L-G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 147 MPI 147
System DFT: 4 nmils 100 microns]]
B. Concrete ceilings, uncoated:

1. [Latex Aggregate

MPI I NT 3. 1N
Priner: I nt er nedi at e: Topcoat :
N A N A MPI 42

System DFT: Per Manufact urer

Texture - [Fine] [Medium [Coarse]. Surface preparation, nunber of
coats, and prinmer in accordance with manufacturer's instructions.
Topcoat: Coating to match adjacent surfaces.]

C. [New and uncoated existing] [and Existing, previously painted] Concrete
in [toilets], [food-preparation], [food-serving], [restroons], [laundry
areas], [shower areas], [areas requiring a high degree of sanitation],

[ ] [and other high-humdity areas] not otherw se specified except
floors:

1. [Waterborne Light Industrial Coating
[ New;, MPI INT 3.1L-&3(Eggshell) / Existing; MPI RIN 3.1C G3(Eggshel |)
Priner: I nt er nedi at e: Topcoat :
MPI 110-G3 MPI 110- G3 MPI 110- G3
System DFT: 4.8 mls 120 m crons]

[ New;, MPI I NT 3.1L-G5(Semigloss) / Existing; MPI RIN 3.1C G5(Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 110- G5 MPI 110- G5 MPI 110- G5

System DFT: 4.8 mls 120 m crons]

[ New;, MPI INT 3.1L-G5(d oss) / Existing; MPI RIN 3.1C G5(d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 110-G6 MPI 110-G6 MPI 110-G6
System DFT: 4.8 nils 120 mcrons]]
2. [Alkyd
[ New; MPI INT 3.1D- &3 (Eggshell) / Existing; RIN 3.1D G3 (Eggshel |)
Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 51 MPI 51

System DFT: 4.5 mls 112 mcrons]
[MPI INT 3.1D-G5 (Semigloss) / Existing; RIN 3.1D- G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 47 MPl 47
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DI VI SION 3: | NTERI OR CONCRETE PAI NT TABLE

D.

System DFT: 4.5 mls 112 mcrons]

[MPI INT 3.1D-G (doss) / Existing; RIN 3.1D- G (d oss)

Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 48 MPI 48

System DFT: 4.5 nils 112 mcrons]]

[ Epoxy

New, MPI INT 3.1F-G6 (A oss) / Existing; MPI RIN 3.1E-G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 77 MPI 77 MPI 77

System DFT: 4 mls 100 mcrons

Note: Prinmer may be reduced for penetration per manufacturer's
i nstructions.]

[ New and uncoated existing] [and Existing, previously painted] concrete

wal I s and bottom of swi mMi ng pool s:

1.

f

[ Chl ori nated Rubber

Priner: I nt er nedi at e: Topcoat :

SSPC Pai nt 18 SSPC Pai nt 18 SSPC Pai nt 18
System DFT: Per Manufact urer

Note: Prinmer may be reduced for penetration per manufacturer's
i nstructions.]

[ Epoxy

New, MPI INT 3.1F / Existing; MPI RIN 3.1E
Priner: I nt er nedi at e: Topcoat :
MPI 77 MPI 77 MPI 77

System DFT: 4 mls 100 mcrons

Note: Prinmer may be reduced for penetration per manufacturer's
i nstructions.]

[[ New and uncoated existing] [and Existing, previously painted] concrete
oors in follow ng areas | ]:

[ Lat ex Fl oor Pai nt

New, MPI INT 3.2A-@& (Flat) / Existing; MPI RIN 3.2A-& (Fl at)
Priner: I nt er nedi at e: Topcoat :

MPI 60 MPI 60 MPI 60

System DFT: 5 mils 125 mcrons]

[ Al kyd Fl oor Pai nt

New, MPI INT 3.2B-& (Flat) / Existing; MPI RIN 3.2B-& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 59 MPI 59 MPI 59

System DFT: 5 mils 125 m crons]

[ Epoxy
New, MPI INT 3.2C-G6 (A oss) / Existing; MPI RIN 3.2C- & (d oss)
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DI VI SION 3: | NTERI OR CONCRETE PAI NT TABLE

Priner: I nt er nedi at e: Topcoat :
MPI 77 MPI 77 MPI 77
System DFT: 5 mils 125 mcrons]

Note: Prinmer may be reduced for penetration per manufacturer's
i nstructions.]

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: (Division 4: Interior Concrete Masonry Units
Pai nt Tabl e).

Use MPI 4 or MPI 116 block filler if snmooth surface
is required on CMJ surfaces.

(Substrate C). List other high hum dity areas
requiring enanel finishes. For tile-like finishes,
filler materials, and applications, refer to Section
09963, "High-Build daze Coating." These high
performance coatings are nornally used to neet
exposure-resi stant requirenents and can be applied
to wood, netal, and concrete substrates.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

2.

DI VISION 4: | NTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE
New [ and uncoat ed Exi sting] Concrete nasonry:

[ Hi gh Performance Architectural Latex

[MPI INT 4.2D- @& (Flat)

Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 138 MPI 138
System DFT: 11 mils 275 m crons]

[MPI INT 4. 2D G3 (Eggshel )

Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 139 MPI 139
System DFT: 11 mils 275 m crons]

[MPI INT 4.2D- 4 (Satin)

Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 140 MPI 140
System DFT: 11 mils 275 m crons]

[MPI INT 4. 2D G5 (Semi gl oss)

Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 141 MPI 141
System DFT: 11 mils 275 m crons]

Fill all holes in masonry surface]

[Institutional Low CQdor / Low VOC Latex
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DI VISION 4: | NTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE
[New;, MPI INT 4.2E-& (Flat)
Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 144 MPI 144
System DFT: 4 mils 100 mcrons]

[ New, MPI I NT 4. 2E-G3 (Eggshel |)
Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 145 MPI 145
System DFT: 4 mils 100 mcrons]

[ New; MPI INT 4.2E-&4 (Satin)

Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 146 MPI 146
System DFT: 4 mils 100 mcrons]

[ New;, MPI I NT 4. 2E-G (Sem gl oss)
Filler Priner: I nt er nedi at e: Topcoat :
MPI 4 N A MPI 147 MPI 147
System DFT: 4 nmils 100 microns]]

B. Existing, previously painted Concrete nasonry:

1. [High Performance Architectural Latex
[MPI RIN 4.2K-& (Flat)
Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 138 MPI 138
System DFT: 4.5 mils 112 mcrons]

[MPI RIN 4. 2K- G (Eggshel I)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 139 MPI 139
System DFT: 4.5 mls 112 mcrons]

[MPI RIN 4.2K-4

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 140 MPI 140
System DFT: 4.5 mls 112 mcrons]

[MPI RIN 4. 2K- G (Semi gl oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 141 MPI 141
System DFT: 4.5 nils 112 mcrons]]

2. [Institutional Low Odor / Low VCOC Lat ex
[Existing; MPI RIN 4.2L-& (Flat)
Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 144 MPI 144
System DFT: 4 mils 100 mcrons]

[Existing; MPI RIN 4.2L-G (Eggshell)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 145 MPI 145
System DFT: 4 mils 100 mcrons]
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Dl VI

C.
[ f
ar
ot

1.

3.

Topcoat :
VPl 146

Topcoat :

WPl 147

SION 4: | NTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE
[Existing; MPI RIN 4.2L-&4 (Satin)

Spot Pri ner: I nt er nedi at e:

MPI 50 MPI 146

System DFT: 4 mils 100 mcrons]

[Existing; MPI RIN 4.2L-G (Sem gl oss)

Spot Pri ner: I nt er nedi at e:

MPI 50 MPI 147

System DFT: 4 nmils 100 microns]]

New [and uncoated Existing] Concrete masonry units in [toilets],

[restroons],

ood- preparation], [food-serving],
eas], [areas requiring a high degree of sanitation],
her high hunmidity areas] unless otherw se specified:

[Wat erborne Light Industrial Coating

[ MPI I NT 4. 2K- G3( Eggshel I)
Filler: Primer:

MPI 4 N A

System DFT: 11 mils 275 m crons]
[ MPI I NT 4. 2K- G5( Seni gl oss)
Filler: Primer:

MPI 4 N A

System DFT: 11 mils 275 m crons]
[ MPI I NT 4. 2K-G6(d oss)

Filler: Primer:

MPI 4 N A

System DFT: 11 mils 275 m crons]
Fill all holes in masonry surface]
[ Al kyd

[MPI INT 4. 2N- G (Eggshel I)
Filler: Primer:

MPI 4 MPI 50
System DFT: 12 mils 300 m crons]
[MPI INT 4.2N- G5 (Semi gl oss)
Filler: Primer:

MPI 4 MPI 50
System DFT: 12 mils 300 m crons]
[MPI INT 4.2N-G6 (d oss)

Filler: Primer:

MPI 4 MPI 50
System DFT: 12 mils 300 m crons]
Fill all holes in masonry surface]
[ Epoxy

SECTI ON 09900

I nt er nedi at e:

MPI 110-G3

I nt er nedi at e:

MPI 110-Gb

I nt er nedi at e:

MPI 110-G5

I nt er nedi at e:

MPI 51

I nt er nedi at e:

WPl 47

I nt er nedi at e:

MPI 48
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DI VISION 4: | NTERI OR CONCRETE MASONRY UNI TS PAI NT TABLE

D.

1.

MPI INT 4.2G G5 (d oss)

Filler: Priner: I nt er nedi at e: Topcoat :
MPI 116 N A MPI 77 MPI 77
System DFT: 10 mils 250 nicrons

Fill all holes in masonry surface]

Exi sting, previously painted, concrete masonry units in [toilets],

[food-preparation], [food-serving], [restroons], [laundry areas], [shower
areas], [areas requiring a high degree of sanitation], | ], [and
other high humdity areas] unless otherw se specified:

[ Wat erborne Light Industrial Coating

[MPI RIN 4. 2G G3( Eggshel I)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 110- G3 MPI 110- G3 MPI 110- G3
System DFT: 4.5 mils 112 mcrons]

[MPI RIN 4. 2G G5( Seni gl oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 110- G5 MPI 110- G5 MPI 110- G5
System DFT: 4.5 mils 112 mcrons]

[MPI RIN 4.2G G6(d oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 110-G6 MPI 110-G6 MPI 110-G6
System DFT: 4.5 nils 112 mcrons]]

[ Al kyd

[MPI RIN 4.2C & (Eggshel |)

Spot  Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 51 MPI 51

System DFT: 4.5 mls 112 mcrons]

[MPI RIN 4.2C G (Sem gl oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 50 MPI 47 MPI 47
System DFT: 4.5 mls 112 mcrons]

[MPI RIN 4.2C- & (d oss)

Spot  Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 48 MPI 48
System DFT: 4.5 nils 112 mcrons]]

[ Epoxy

MPI RIN 4.2D G5 (d oss)

Spot Pri ner: I nt er nedi at e: Topcoat :
MPI 77 MPI 77 MPI 77

System DFT: 5 mils 125 m crons]

EE R R R R R R R R R E R R R R R R R R ERE R E R R R R R

NOTE: (DI VISION 5: | NTERIOR METAL, FERROUS AND
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NON- FERROUS PAI NT TABLE)

(Substrate Q).

requiring enanel
filler materials,
09963,

Li st other high hum dity areas
finishes.

and applicati ons,
"Hi gh-Build d aze Coating."

For tile-like finishes,
refer to Section
These hi gh

performance coatings are nornally used to neet

exposur e-resi st ant
to wood, netal,

requi renents and can be applied
and concrete substrates.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: (DI VISION 5:
NON- FERROUS PAI NT TABLE)

(Substrate F, G and H).

I NTERI OR METAL, FERROUS AND

Heat Resistant Paints nay

require a high heat cure cycle to achieve proper

cure.

before specifying so that the supplier wll

of requirenents.

(Substrate F and Q.
al um num netal |i zi ng

Curing requirenents should be determ ned

be aware

Consi der hot di p gal vani zi ng,
and zinc netallizing

alternatives to the specified coating systens.

(Substrate H).

Consi der alum numnetallizing

alternative to the specified coating system

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

DI VI SI ON 5:
| NTERI OR STEEL / FERROUS SURFACES

A Metal,
i ncl udi ng

[ Mechani cal , ]
val ves, conduit,

[Electrical,]
hangers,

pai nted surfaces (Match surrounding finish),] [exposed copper
itens] not otherw se specified except floors,
and new prefinished equi pnent:

m scel | aneous net al
sur f aces,

1. [High Performance Architectura

| NTERI OR METAL, FERROUS AND NON- FERROUS PAI NT TABLE

[ Fire extinguishing sprinkler systens

supports, ][ Surfaces adjacent to

pi pi ng,] [and
hot net al

Lat ex

[MPI INT 5.1R- & (Flat)

Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 138 MPI 138
System DFT: 5 mils 125 mcrons]

[MPI INT 5.1R- G (Eggshel l)

Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 139 MPI 139
System DFT: 5 mils 125 m crons]

[MPI INT 5.1R- G5 (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 141 MPI 141
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B.

1.

C

1.

System DFT: 5 mils 125 microns]]

[ Al kyd

[MPI INT 5.1E-& (Flat)

Priner: I nt er nedi at e: Topcoat :

MPI 79 MPI 49 MPI 49

System DFT: 5.25 nmils 131 m crons]

[MPI INT 5.1E-G& (Eggshel )

Priner: I nt er nedi at e: Topcoat :

MPI 79 MPI 51 MPI 51

System DFT: 5.25 nmils 131 m crons]

[MPI INT 5.1E- G5 (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :

MPI 79 MPI 47 MPI 47

System DFT: 5.25 nmils 131 m crons]

[MPI INT 5.1E-G6 (d oss)

Priner: I nt er nedi at e: Topcoat :

MPI 79 MPI 48 MPI 48

System DFT: 5.25 mils 131 mcrons]]

Metal floors (non-shop-prined surfaces or non-slip deck surfaces) wth
non-skid additive (NSA), |load at manufacturer's reconmendations.:

[ Al kyd Fl oor Pai nt

MPI INT 5.1U- G5 (d oss)

Primer: I nt er nedi at e:
MPI 79 MPI 27

System DFT: 5.25 nmils 131 m crons]
[ Epoxy

MPI I NT 5.1L-G56 (d oss)

Primer: I nt er nedi at e:

MPI 101 MPI 77

System DFT: 5.25 mils 131 m crons]
Metal in [toilets], [food-preparation],

Topcoat :
MPI 27 (+NSA)

Topcoat :
MPl 77 (+NSA)

[ food-serving], [restroons],

[laundry areas],
sanitation], [ ],

[ shower areas],
[and ot her

[areas requiring a high degree of
hi gh-hum dity areas] not otherwi se

speci fied except floors, hot nmetal surfaces, and new prefinished equi pnent:
[ Al kyd
[MPI INT 5.1E-G& (Eggshel )
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 51 MPI 51
System DFT: 5.25 mils 131 m crons]
[MPI INT 5.1E- G5 (Semi gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 79 MPI 47 MPI 47
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System DFT: 5.25 mls 131 micro
[MPI INT 5.1E-G6 (d oss)
Primer: I nt er nedi at e:
MPI 79 MPI 48
System DFT: 5.25 mls 131 micro
2. [Akyd
[MPI INT 5.1T-G&3 (Eggshel |)
Primer: I nt er nedi at e:
MPI 23 MPI 51
System DFT: 5.25 mls 131 micro
[MPI INT 5.1T-G5 (Semi gl oss)
Primer: I nt er nedi at e:
MPI 23 MPI 47
System DFT: 5.25 mls 131 micro
[MPI INT 5.1T-G6 (d oss)
Primer: I nt er nedi at e:
MPI 23 MPI 48
System DFT: 5.25 mls 131 micro
D. Ferrous netal in conceal ed danp
unpai nted adj acent surfaces as fol

1. [Al um num Pai nt
MPI INT 5.1M
Pri mer: I nt er medi at e:
MPI 79 MPI 1
System DFT: 4.25 mils 106 micro
E. M scellaneous non-ferrous netal
floors, hot netal surfaces,

surroundi ng finish:

and new prefinished equi pnent.

ns]

Topcoat :
MPI 48
ns]]
For hand tool cleaning
Topcoat :
MPI 51
ns]
Topcoat :
MPI 47
ns]
Topcoat :
MPI 48
ns] ]
spaces or in exposed areas having
lows: [___ 1]

Topcoat :
MPI 1
ns]

itens not otherw se specified except
Mat ch

1. [Hi gh Performance Architectural Latex
[MPI INT 5.4F-Q& (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 138 MPI 138
System DFT: 5 mils 125 mcrons]
[ MPI I NT 5.4F- G3 (Eggshel )
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 139 MPI 139
System DFT: 5 mils 125 m crons]
[MPI INT 5.4F-4 (Satin)
Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 140 MPI 140
System DFT: 5 mils 125 mcrons]
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F.

1.

G

1.

[MPI I NT 5.4F- G5 (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 141 MPI 141
System DFT: 5 mils 125 microns]]

[ Al kyd

[MPI INT 5.4J-& (Flat)

Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 49 MPI 49
System DFT: 5 mils 125 mcrons]

[MPI INT 5.4J-G&3 (Eggshel l)

Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 51 MPI 51
System DFT: 5 mils 125 mcrons]

[MPI INT 5.4J-G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 47 MPI 47
System DFT: 5 mils 125 mcrons]

[MPI INT 5.4J-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 95 MPI 48 MPI 48
System DFT: 5 mils 125 microns]]

Hot netal surfaces [including snmokestacks] subject to tenperatures up to

205 degrees

C (400 degrees F):

Topcoat :

Surface preparation and nunber of coats per

up to 400 degrees C (750

Topcoat :

Surface preparation and nunber of coats per

[ Heat Resi stant Enanel

MPI I NT 5.2A

Priner: I nt er nedi at e:

MPI 21

manuf acturer's instructions.

System DFT: Per Manufacturer]

Ferrous netal subject to high tenperature,
degrees F):

[l norganic Zinc Rich Coating

MPI I NT 5.2C

Priner: I nt er nedi at e:

MPI 19

manuf acturer's instructions.

System DFT: Per Manufacturer]

[ Heat Resi stant Al umi num Pai nt

MPI I NT 5.2B (Al umi num Fi ni sh)

Priner: I nt er nedi at e:

MPI 2

Syst em DFT:

Topcoat :

Surface preparation and nunber of coats per
manuf acturer's instructions.

Per Manuf act urer]
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H [ New surfaces and] [Existing surfaces] nmde bare cleaning to SSPC SP 10
subject to tenperatures up to 593 degrees C (1100 degrees F):

1. [High Heat Resistant Coating

MPI I NT 5.2D
Priner: I nt er nedi at e: Topcoat :
MPI 22 Surface preparation and nunber of coats per

manuf acturer’'s instructions.
System DFT: Per Manufacturer]

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: (DI VISION 6: | NTERIOR WOOD PAI NT TABLE

(Substrates F and G. List other high hunmdity
areas requiring enanel finishes. For tile-like
finishes, filler materials, and applications, refer
to Section 09963, "High-Build d aze Coatings."
These hi gh perfornmance coatings are used for
exposure-resi stant requirenents and can be applied
to wood, netal, and concrete substrates.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

DI VISION 6: | NTERI OR WOOD PAI NT TABLE
A.  New [and Existing, uncoated] Wod and plywood not otherw se specified:

1. [High Performance Architectural Latex
[MPI INT 6.4S-G3 (Eggshel |)
Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 139 MPI 139
System DFT: 4.5 mls 112 mcrons]

[MPI INT 6.4S-&4 (Satin)

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 140 MPI 140
System DFT: 4.5 mls 112 mcrons]

[MPI I NT 6.4S- G (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 141 MPI 141
System DFT: 4.5 nils 112 mcrons]]

2. [Alkyd
[ MPI I NT 6.4B-G3 (Eggshel )
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 51 MPI 51

System DFT: 4.5 mls 112 mcrons]

[MPI I NT 6.4B-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
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DI VISION 6: | NTERI OR WOOD PAI NT TABLE
MPI 45 MPI 47 MPI 47
System DFT: 4.5 mls 112 mcrons]

[MPI INT 6.4B-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 48 MPI 48
System DFT: 4.5 nils 112 mcrons]]

3. [Institutional Low Odor / Low VOC Lat ex
[New;, MPI INT 6.3V-& (Flat)
Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 144 MPI 144
System DFT: 4 mils 100 mcrons]

[ New;, MPI I NT 6.3V-G3 (Eggshell)
Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 145 MPI 145
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 6.3V-G4

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 146 MPI 146
System DFT: 4 mils 100 mcrons]

[ New;, MPI I NT 6.3V-Gb (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 147 MPI 147
System DFT: 4 nmils 100 microns]]

B. Existing, previously painted Wod and pl ywood not ot herw se specified:

1. [High Performance Architectural Latex
[MPI RIN 6.4B-G3 (Eggshel )
Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 139 MPI 139
System DFT: 4.5 nils 1123 m crons]

[MPI RIN 6.4B-&4 (Satin)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 140 MPI 140
System DFT: 4.5 mls 112 mcrons]

[MPI RIN 6.4B-G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 141 MPI 141
System DFT: 4.5 nils 112 mcrons]]

2. [Alkyd
[MPI RIN 6.4C & (Eggshel )
Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 51 MPI 51

System DFT: 4.5 mls 112 mcrons]
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SION 6: | NTERI OR WOOD PAI NT TABLE

[MPI RIN 6.4C G (Semi gl oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 47 MPI 47

System DFT: 4.5 mls 112 mcrons]

[MPI RIN 6.4C- & (d oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 48 MPI 48
System DFT: 4.5 nils 112 mcrons]]

[Institutional Low CQdor / Low VOC Latex
[Existing; MPI RIN 6.4D-& (Fl at)

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 144 MPI 144
System DFT: 4 mils 100 mcrons]

[Existing; MPI RIN 6.4D- G3 (Eggshel )

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 145 MPI 145
System DFT: 4 mils 100 mcrons]

[Existing; MPl RIN 6.4D &4

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 146 MPI 146
System DFT: 4 mils 100 mcrons]

[Existing; MPI RIN 6.4D- G5 (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPI 39 MPI 147 MPI 147
System DFT: 4 nmils 100 microns]]

New [and Existing, previously finished or stained] Wod and Pl ywood,
cept floors; natural finish or stained:

[Natural finish, oil-nodified polyurethane

[New;, MPI INT 6.4J-G4 /| Existing; MPI RIN 6.4L-4
Priner: I nt er nedi at e: Topcoat :
MPI 57 MPI 57 MPI 57
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 6.4J-G6 (doss) / Existing; MPI RIN 6.4L-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 56 MPI 56 MPI 56

System DFT: 4 nmils 100 microns]]

[ Stained, oil-nodified pol yurethane

[New;, MPI INT 6.4E-G4 / Existing; MPIl RIN 6.4G X4

Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 57 MPI 57 MPI 57
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 6.4E-G6 (d oss) / Existing; MPI RIN 6.4G G5 (d oss)
Stain: Priner: I nt er nedi at e: Topcoat :
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f

MPI 90 MPI 56 MPI 56 MPI 56
System DFT: 4 nmils 100 microns]]

[ Stai ned, Misture Cured Urethane

[New;, MPI INT 6.4V-& (Flat) / Existing; MPI RIN 6.4V-Q& (Flat)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 71 MPI 71 MPI 71
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 6.4V-G (doss) / Existing; MPI RIN 6.4V-G5 (d oss)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 31 MPI 31 MPI 31
System DFT: 4 nmils 100 microns]]

New [and Existing, previously finished or stained] Wod Floors; Natural
ni sh or stained:

[Natural finish, oil-nodified polyurethane

New, MPI INT 6.5C-G (A oss) / Existing; MPIl RIN 6.5C- G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 56 MPI 56 MPI 56

System DFT: 4 mils 100 mcrons]

[ Natural finish, Misture Cured Pol yurethane

New, MPI INT 6.5K-G6 (A oss) / Existing; MPI RIN 6.5D G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 31 MPI 31 MPI 31

System DFT: 4 mils 100 mcrons]

[ Stained, oil-nodified pol yurethane

New, MPI INT 6.5B-G6 (A oss) / Existing; MPI RIN 6.5B-G (d oss)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 56 MPI 56 MPI 56
System DFT: 4 mils 100 mcrons]

[ Stai ned, Misture Cured Pol yurethane

New, MPI INT 6.5J-G6 (A oss) / Existing; MPI RIN 6.5L-G (d oss)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 31 MPI 31 MPI 31
System DFT: 4 mils 100 mcrons]

New [and Existing, previously coated] Wod floors; pignmented finish:

[ Lat ex Fl oor Pai nt

[New;, MPI INT 6.5G & (Flat) / Existing; MPI RIN 6.5J-&Q (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 45 MPI 60 MPI 60

System DFT: 4.5 mls 112 mcrons]

[New;, MPI INT 6.5G & (doss) / Existing; MPI RIN 6.5J-G6 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 45 MPI 68 MPI 68

System DFT: 4.5 nmils 1123 m crons]]
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2. [Al kyd Fl oor

I NTERI OR WOOD PAI NT TABLE

Pai nt

[New;, MPI INT 6.5A-& (Flat) / Existing; MPI RIN 6.5A-Q& (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 59 MPI 59 MPI 59

System DFT: 4.5 mls 112 mcrons]

[ New;, MPI INT 6.5A-G6 (doss) / Existing; MPI RIN 6.5A-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 27 MPI 27 MPI 27

System DFT: 4.5 nils 112 mcrons]]

F. New [and Existing, uncoated] wood surfaces in [toilets],
[food-preparation], [food-serving], [restroons], [laundry areas], [shower
areas], [areas requiring a high degree of sanitation], | ] [and
other high hum dity areas] not otherw se specified.:

1. [As specified in Section 09963, "Hi gh-Build d aze Coatings."]
2. [Waterborne Light Industrial
[MPI I NT 6.3P-G5 (Semgloss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 110- G5 MPI 110- G5
System DFT: 4.5 mils 112 mcrons]
[MPI INT 6.3P-G6 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 110-G6 MPI 110-G6
System DFT: 4.5 nils 112 mcrons]]
3. [Alkyd
[MPI I NT 6.3B-G5 (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 47 MPI 47
System DFT: 4.5 mls 112 mcrons]
[MPI INT 6.3B-G6 (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 48 MPI 48
System DFT: 4.5 nils 112 mcrons]]

G Existing, previously painted wood surfaces in [toilets],
[food-preparation], [food-serving], [restroons], [laundry areas], [shower
areas], [areas requiring a high degree of sanitation], | ] [and
other high hum dity areas] not otherw se specified:

1. [As specified in Section 09963, "Hi gh-Build d aze Coatings."]
2. [Waterborne Light Industrial Coating

[MPI RIN 6.3P-G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 110- G5 MPI 110- G5
System DFT: 4.5 mls 112 mcrons]
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Ei

[MPI RIN 6.3P-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 110-G6 MPI 110-G6
System DFT: 4.5 nils 112 mcrons]]

[ Al kyd

[MPI RIN 6.3B-G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 47 MPI 47

System DFT: 4.5 mils 112 mcrons]

[MPI RIN 6.3B-G (d oss)

Priner: I nt er nedi at e: Topcoat :
MPl 46 MPI 48 MPI 48
System DFT: 4.5 nils 112 mcrons]]

New [and Existing, previously finished or stained] Wod Doors; Natural
ni sh or Stained:

[Natural finish, oil-nodified polyurethane

[New;, MPI INT 6.3K-G4 / Existing; MPIl RIN 6.3K-(4
Priner: I nt er nedi at e: Topcoat :
MPI 57 MPI 57 MPI 57
System DFT: 4 mils 100 mcrons]

[New;, MPI INT 6.3K-G6 (doss) / Existing; MPI RIN 6.3K-G5 (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 56 MPI 56 MPI 56

System DFT: 4 mils 100 mcrons]

Note: Sand between all coats per manufacturers recomendati ons. ]

[ Stained, oil-nodified pol yurethane

[New;, MPI INT 6.3E-G4 / Existing; MPl RIN 6.3E-4

Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 57 MPI 57 MPI 57
System DFT: 4 mils 100 mcrons]

[New;, MPI INT 6.3E-G6 (doss) / Existing; MPI RIN 6.3E-G5 (d oss)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 56 MPI 56 MPI 56
System DFT: 4 mils 100 mcrons]

Note: Sand between all coats per manufacturers recomendati ons. ]

[ Stai ned, Misture Cured Urethane

[New;, MPI INT 6.4V-& (Flat) / Existing; MPI RIN 6.4V-Q& (Flat)
Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 71 MPI 71 MPI 71
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 6.4V-G (doss) / Existing; MPI RIN 6.4V-G5 (d oss)
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Stain: Priner: I nt er nedi at e: Topcoat :
MPI 90 MPI 31 MPI 31 MPI 31
System DFT: 4 mils 100 mcrons]

Note: Sand between all coats per manufacturers recomendati ons. ]

I. New [and Existing,

uncoat ed] Wod Doors; Pignented finish:

1. [A kyd
[ New; MPI I NT 6.3B-G (Sem gl oss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 47 MPI 47
System DFT: 4.5 mils 112 mcrons]
[ New; MPI I NT 6.3B-G (d oss)
Priner: I nt er nedi at e: Topcoat :
MPI 45 MPI 48 MPI 48
System DFT: 4.5 mils 112 mcrons]
Note: Sand between all coats per manufacturers recomendati ons.]

2. [Pignented Pol yurethane

New, MPI |INT 6.1E-G56 (d oss)

Priner: I nt er nedi at e: Topcoat :

MPI 72 MPI 72 MPI 72

System DFT: 4.5 mils 112 microns

Note: Sand between all coats per manufacturers recomendati ons. ]
J. Existing, previously painted] Wod Doors; Pignented finish:
1. [A kyd

[ New;, MPI RIN 6.3B-G (Sem gl oss)

Priner: I nt er nedi at e: Topcoat :

MPl 46 MPI 47 MPI 47

System DFT: 4.5 mls 112 mcrons]

[ New;, MPI RIN 6.3B-G (d oss)

Priner: I nt er nedi at e: Topcoat :

MPl 46 MPI 48 MPI 48

System DFT: 4.5 mls 112 mcrons]

Note: Sand between all coats per manufacturers recomendati ons. ]

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

NOTE: (DI VISION 9: | NTERI OR PLASTER, GYPSUM BQARD,
TEXTURED SURFACES PAI NT TABLE) .

(Substrate B). List other high hum dity areas
requiring enanel finishes. For tile-like finishes,
filler materials, and applications, refer to Section
09963, "Hi gh-Build daze Coating." These high
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performance coatings are nornally used to neet
exposure-resistant requirenents and can be applied
to wood, netal, and concrete substrates.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R
DIVISION 9: | NTERI OR PLASTER, GYPSUM BOARD, TEXTURED SURFACES PAI NT TABLE

A. New [and Existing, previously painted] [Plaster] [and] [Wallboard] not
ot herw se specified:

1. [Latex
[New;, MPI INT 9.2A-& (Flat) / Existing; RIN 9.2A-& (Fl at)
Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 44 MPI 44

System DFT: 4 mils 100 mcrons]

[ New;, MPI I NT 9.2A- & (Eggshell) / Existing; RIN 9.2A-G3 (Eggshel |)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 52 MPI 52

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 9.2A-G (Semigloss) / Existing; RIN 9.2A-Gb (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 54 MPI 54

System DFT: 4 nmils 100 microns]]

2. [H gh Performance Architectural Latex - High Traffic Areas
[New;, MPI INT 9.2B-& (Flat) / Existing; MPI RIN 9.2B-Q&Q (Flat)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 138 MPI 138
System DFT: 4 mils 100 mcrons]

[ New;, MPI I NT 9.2B-G3 (Eggshell) / Existing; MPI RIN 9.2B-G (Eggshell)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 139 MPI 139

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 9.2B-G (Semigloss) / Existing; MPI RIN 9.2B-G (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 141 MPI 141

System DFT: 4 nmils 100 microns]]

3. [Institutional Low Odor / Low VCOC Lat ex
[New;, MPI INT 9.2M & (Flat) / Existing; MPI RIN 9.2M & (Fl at)
Priner: I nt er nedi at e: Topcoat :
MPI 50 MPI 144 MPI 144
System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 9.2M G (Eggshell) / Existing; MPI RIN 9.2M G (Eggshel |)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 145 MPI 145

System DFT: 4 mils 100 mcrons]
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Dl VI

B.
[t

SION 9: | NTERI OR PLASTER, GYPSUM BQOARD, TEXTURED SURFACES PAI NT TABLE
[New;, MPI INT 9.2M & (Satin) / Existing; MPI RIN 9.2M & (Satin)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 146 MPI 146

System DFT: 4 mils 100 mcrons]

[ New;, MPI INT 9.2M G (Semigloss) / Existing; MPI RIN 9.2M G (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 147 MPI 147

System DFT: 4 nmils 100 microns]]

New [and Existing, previously painted] [Plaster] [and] [Wallboard] in
oi l ets], [food-preparation], [food-serving], [restroomns], [|aundry

areas], [shower areas], [areas requiring a high degree of sanitation], |
] [and other high humidity areas] not otherw se specified.:

1.

[Wat erborne Light Industrial Coating
New, MPI |INT 9.2L-G5(Semigloss) / Existing; MPI RIN 9.2L-G (Seni gl oss)

Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 110- G5 MPI 110- G5

System DFT: 4 mils 100 mcrons]

[ Al kyd

New, MPI INT 9.2C- G (Senigloss) / Existing; MPI RIN 9.2C G5 (Seni gl oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 47 MPI 47

System DFT: 4 mils 100 mcrons]

[ Epoxy

New, MPI INT 9.2E-G6 (A oss) / Existing; MPI RIN 9.2D G (d oss)
Priner: I nt er nedi at e: Topcoat :

MPI 50 MPI 77 MPI 77

System DFT: 4 mils 100 mcrons]

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Suggestions for inprovenent of this
specification will be wel coned using the Navy
"Change Request Forns" subdirectory located in
SPECSI NTACT in Jobs or Masters under

"Forns/ Docunents" directory or DD Form 1426.
Suggestions shoul d be forwarded to:

O ficer In Charge

Seabee Logistics Center
NAVFAC 15G SLC 46

4111 San Pedro Street

Port Hueneme, CA 93043-4410

FAX: (805) 985-6465/982-5196 or DSN 551-5196

EE R R R R R R R R R E R R R R R R R R ERE R E R R R R R

-- End of Section --
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